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GRAPHIC 7 MONITOR 



1. INTRODUCTION 

The Graphic 7 Monitor provides support for multi-task 
application problems within the Graphic 7 Display Processor. 
The monitor -supplies most of those functions commonly associated 
with a real-time system while emphasizing facilities associated 
with display creation and management. Figure 1.0-1 presents the 
overall monitor structure. 

Fundamental to any monitor capability is the management of 
system resources, with memory being perhaps the most important. 
In the Graphic 7 monitor, memory must be shared among user tasks, 
refresh code and the monitor itself. - In addition, the utilization 
of the memory management hardware is left to the monitor. This 
entails initialiiation of the mapping hardware prior to passing 
control to -a user task. 

Within the Graphic 7 monitor, user tasks -represent demands 
for various system resources. As in most real-time systems, each 
task is assigned a priority which reflects its" need for CPU 
time in relation to other tasks. Once in execution, tasks may 
issue requests for monitor services in the areas of I/O, display 
management, timing, etc. These monitor services provide many 
functions which would normally be left to the host machine or 
application programmer. 
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GRAPHIC 7 HONITOR FUWCTIONAL AREAS 



0£ these services, the Display Management area represents an 
important advance over traditional implementations. Within Display 
Management are the three functions of Display Element Maintenance, 
Display Scheduling and Photopen servicing. Let us address these 
individually. A Display Element ' consists of a set of refresh 
instructions which define a particular display entity. Within the 
monitor, these Display Elements are assigned a separate memory 
area managed by the Monitor. Services within this domain include 
Element Creation, deletion, enable and disable. In general, 
Display Elements may be either passed- from a user task area or 
loaded directly from an external medium. Once defined to the 
system, Display Elements may be brought into the current image 
via the Display Scheduler « 

The Display Scheduler assumes responsibility for managing the 
Graphic Controller. This consists of displaying all the currently 
scheduled Elements according to attributes supplied by the user 
tasks. These .attributes consist -of, for example, position, color , 
ini:ensity and line structure. Selective enable/disable of 
individual schedule table entries is also provided. The Display 
■Scheduler thus provides for .considerable flexibility in the final 
image with minimal refresh code manipulation. 

The Photopen capability is ..included within the Display Manage- 
ment facilities because of the close association with the 
display schedule table. In particular, users may selectively 
sensitize individual display elements to be responsive to the 
photopen. Furthermore, photopen input may be done in either wait 
or no-wait mode. Thus, user tasks may, at their discretion, provide 
for the typical photopen applications of object specification, 
list selection, image editing, etCo 
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The last major monitor fuixctional area comprises those functions f 
associated with data input-output . These activities inciude task/ * 
display- element loadings data input, operator interaction and 
any host communications * As in most computer operating systems , 
these functions consist principally of the various device handlers* 
With respect to the Graphic 7 monitor, it should, be noted that ft 
considerable flexibility has been left to the individual device 
handlers due to minimal centralized I/O activities-.. In other | 
words, most of the processing associated with a user I/O request * 
is done within the handler rather than having. some functions t 
provided within an I/O nucleus. The advantage o£ this approach | 
is maximujn flexibility to the driver and relative ease of system 
adaption to configuration changes. One possible disadvantage is J 
greater memory usage. With regard to user task 1/0, the approach 
is fairly conventional with a standard control block structure | 
and: the usual trans'fer options * ^ 

In summary, the Graphic. 7 Monitor provides many of the functions J 
relevant to- the- real-time graphics problem. These capabilities 
have the- effect of relieving the host machine of burden-some 
terminal management responsibilities and improving response 
to operator demands. 
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2 . MONITOR SUPERVISOR 

2.1 SUPERVISOR "IMPLEMENTATION 



2.0 MONITOR SUPERVISOR 

The Monitor Supervisor will be principally concerned with 
coordinating the CPU resource. This includes selecting the 
appropriate task for execution and fielding user- task-originated 
requests for monitor functions. The communication medium 
between the monitor and user tasks is the EMT instruction. This 
instruction allows for passing an 8-bit variable code in the 
instruction word to the EMT trap handler. This trap handler 
represents the heart of the Monitor Supervisor. 

The 8-bit variable field is utilized in two sections as 
follows : The high order four bits indicate a particular monitor 
functional area. Current assignments for these four bits (i.e. 
the major monitor functional areas) are listed in Figure 2.0-1. 
The low order four bits of the EMT instruction word indicate 
the particular sub- function (i-^* entry point) within the 
indicated functional area.. The Supervisor will simply pass this 
entry code to the functional area where decisions regarding ' such 
are handled on a localized basis. Specific sub-functions for 
each monitor functional area are outlined within the individual 
functional area descriptions. 

Many monitor functions require the specification of a list 
of parameters which indicate the location of relevant data or 
details regarding the service to be performed. This parameter 
list, when required, will be supplied via a pointer in general 
register one. Thus, prior to executing the EMT instruction, 
the user will typically load a parameter block address into 
register one. Particular parameter block structures are 
indicated with each sub-function description. 

The user may ascertain the success or failure of any 
monitor request by testing the status return code which resides 
in the task header (T$MRST) . Success is generally indicated- by 
a zero in this byte. Non-zero return codes indicate an error 



1 EMT INSTRUCTION CODE: 104000-^ 104377 Coctal) 



T' 



1 



J 



j; 



J 



CODE jCHEX) 


MONITOR FUNCTION 


Ox 


Reserved 


Ix 


Monitor Services 


2x 


Memory Management 


3x 


Task Management 


4x 


Display Element Management 


5x 


Display Management 


6x 


PKOTOPEN Services 


7x 


I/O 


8x 


Timing Services 


9x 


Data Transfer Services 


Ax 


Unused* 


Bx 


Unused* 


Cx 


Unused* 


Dx 


Unused* 


Ex 


Unused* 


Fx 


Unused* 



'^Reserved for future expansiGn 



FIGURE 2.0-1 MONITOR CALL CODES 



I 

1 

in the parameter specifications or the unavailability of a i 

necessary system resource. Particular codes relevant to each , 
sub-function are listed with the function description. 



The Monitor-Task communications mechanism is depicted in 
Figure 2. 0-2, 
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FIGURE 2.0-2 TASK «-» MONITOR COMMUNICATIONS 



2.1 SUPERVISOR IMPLEMENTATION 

The Supervisor module includes the following components : 

a] System constants and parameters 

b) . System initialization 
. c). EMT serYicing • 

d) Interrupt savers tat e/ res tore -state 

The constants and parameters section includes those 
quantities which describe the current system state. Some of 
the parameters may require adjustment during system generation. 
The- system initialization section receives control when the 
monitor image is initially loaded. In addition, this routine 
receives control when no other task is active. The EMT 
service routine will intercept monitor requests issued by 
user tasks and direct them to the- appropriate monitor .functional 
area. During .1/0 operations the respective interrupt handlers 
will use the save/restore subroutines to record the system state 
prior to interrupt servicing, and then restore that state after 
servicing is completed. Inherent in these subroutines is the 
CPU allocation algorithm which operates on the basis o£ task 
priority and other task status conditions. 
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3,1 MEMORY MANAGEMENT OVERVIEW 

The Memory Management section o£ the Graphic 7 Monitor 
is resp^onsible for maintaining the current status of the memory 
resource. For' this system, the memory resource is divided 
into several classifications^ w"ith a management scheme tailored 
to each. An important aspect of the memory structure is the 
hardware memory management. The allocation of available 
memory space is heavily dependent on the hardware flexibilities 
provided. First, the resident monitor code must reside in 
non-^relocated C^i^^^^ address) space as shown in Figure '3 , 1-1 , 
This includes, addresses 100000 thru 157777 (octal.). The 
remaining memory space is then, divided into three distinct' 
regions as follows: Task space, will include all .4K blocks in 
relocated memory space, normally above octal add.res3 160000, 
Display Element memory space will normally encompass octal 
addresses 20000 through 77777, This is indirect address space 
dedicated to Graphic Controller- refresh code. The' remaining 
4K block, addresses through 17777, will be used for the 
schedule table. This direct address space- will be used to 
control the display operation per directives issued from user 
tasks. The following sections address each of the memory areas 
in more detail and discuss the various monitor services available 
for communicating with the memory management services. Users 
should note that these services are available only via other 
monitor functions, i,e,, user tasks , do not directly issue 
memory management requests. 
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Figure 3.1-1 Memory Allocation 
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3 - 2 TASK MEMORY: HANAGEiMENT 

Task memory space will be allocated in 4K (words) sections 
with up to three blocks per task. This limitation is based on 
the hardware memory management scheme which provides three 
relocation registers. For task memory then, the allocation 
algorithm simply looks for available 4K blocks without regard 
to continuity or actual location. As with the other memory 
areas, the monitor routines are principally concerned with 
available space rather than maintaining a list o£ allocated 
space- The implication is that the space requestor is responsible 
for returning the space when it is no longer required. In the 
case of task memory space, the status is maintained via a simple 
bit map. Thus each 4K block has a corresponding bit which is 
zero if -the block is available. The initial bit map value is 
determined ar system generation time by setting bits corresponding 
to those- 4K blocks which are taken up by the other data types, 
the monitor or global common blocks. The bit map approach is 
highly efficient and simple to implement but, of course, the 4K 
block granularity results in some- inefficiencies in allocation. 
Readers expecting to use this system should also consult the 
Appendix which discusses the hardware memory management scheme.^ 
Following are the monitor subfunctions associated with task 
memory management. 



In particular, note that user tasks should begin at address 
20000 Coctal}- in order to properly activate the relocation 
feature . 
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3. 2*1 Allocate Task Memory Space 

This service will be used by the Task Management area to 
fetch memory space prior to task load. The requested area 
length is rounded up to include whole 4K (word) blocks. Up 
to three such blocks will be provided. The blocks are not 
guaranteed to be contiguous. 

EMT Code: 21 (Hex) 

Paranieter Block: 



WORD 


1 
2 
3 



CONTENTS 

Start Address (returned)-*^ 
Required Length (bytes) 
'Relocation Register .1 § 2 
Relocation Register 3 



Status Return Codes 



- Request satisfied 
2 - Insufficient memory 



'^' The Start Address is basically meaningless * it is always set 
to the constant 20000 (8). The area start is effectively the 
beginning of the 4JC block pointed to by relocation register one. 
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3 • 2. , 2 Deallocate Task. Space 

Upon task exit or abort, the corresponding 4K blocks are 
returned to the system pool. Respective bits in the allocation 
map are cleared. The parameter block is of the same structure 
as that used in the Allocate service, however, the first two 
words are ignored. This service is employed only by the Task 
Management monitor area« 

EMT Code: 2 2 (Hex) 

Parameter Block: 



WORD 


CONTENTS 





Ignored 


1 


Ignored 


2 


Relocation Register 1 § 2 


3 


Relocation Register 3 



CA zero-- value for a Relocation Register entry implies 
no memory was associated with that offset, i,e,, the 
task image did not require all three registers). 

Status Return Codes: 

- Request satisfied 
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3.3 DISPLAY ELEMENT MEMORY MANAGEMENT 

Display Elements represent jobs which are presented to 
the Graphic Controller* These data blocks are stored together 
in a common memory region managed by this monitor section. 
Display element lengths can vary widely, thus these routines 
must be able to optimize the allocation to achieve reasonable 
memory usage. On deallocation, these routines will concatenate 
adjacent areas when possible. Due to addressing complications, 
allocated areas are prevented from crossing 4K (word) memory 
boundaries. Available space in the display element area is 
maintained by a list of free areas and a pointer to the next 
available open space. On allocation, the list of free areas 
is first searched to determine if an available space exists. 
Otherwise, 'the space is taken in the open area. The list 
of free areas is maintained via forward pointers ' aiid length 
fields,' as depicted in Figure 3. 3-1. Note that indirect 
addressing will generally be necessary throughout the display, 
element area. The following two sections discuss the ...relevant 
Memory Management entry points. 
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3.3*1 Allocate Display Element Space 

This entry will be used by the Display Element Management 
section to. fetch space for element storage. The provided area 
will be rounded up to include an even number of 4*word allo- 
cation units. In. addition, the routine will ensure that the 
area does not cross a 4K memory block boundary. If available 
^'slots^^ exist in the element region^ such will be searched 
for that which yields minimum residue. 

EMT Code: 23 (Hex) 

Parameter Block: 

WORD CONTENTS 

Start Address C^etiirned)* 

1 Required length C^ytes) 

Status Return Codes: 

• Request satisfied 
2— Insufficient memory 



'^ As per Figure 3.1-1, this is the actual physical address since 
this area lies within the first 32K of core. 
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1. 1.1 Deallocate DisDlay Element Space 

The Display Element Management monitor services will use 
this entry to release display element space. Released space, 
will be combined with other '^holes'^ to the extent possible 
while prohibiting 4K boundary spans* Users should, delete 
display elements as soon as they are no longer required so 
as to free space for other tasks ^ elements. 

EMT Code: 24 (Hex) 

Parameter Block: 

WORD .. CONTENTS 

Start Address 

1 Length (bytes] 

Status Return Codes: 

- Request satisfied 
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3.4 SCHEDULE TABLE SPACE 

The Schedule Table is used to control the operation o£ 
the Graphic Controller Processor. This taBle is managed by 
the Display Scheduler monitor services with calls to this and 
the following subfunctions for fetch/release of table space. 
The inventory of Schedule Table memory space is simplified 
by the allocation of fixed length (12 ^ord) blocks. As in the 
other memory areas ^ the Memory Management function only 
maintains the inventory of un-allocated space. This free 
space is recorded by a linked list of free blocks and a pointer 
to the beginning of the open area. No attempt at concatenating 
adjacent blocks is necessary since allocations are always -of 
the same size.- The system design assumes that the schedule 
table space is contained within a direct addressing area, in 
this case, octal addresses 1000 through 17777. Usage of the 
direct ..addressing area will allow mote .efficient schedule 
table monitor services while also allowing users direct access 
to their table entries, if desired. As shown in Figure 3.1 --1, 
the schedule table and the display elements build against each 
other but, of course, the schedule table is not allowed to grow 
out of the first 4IC block. C.R^^2.11 also that interrupt vectors 
occupy the beginning of said 4K block.) The following two 
monitor services provide for allocation/release of -the schedule 
table space. 
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3*4,1 Allocate Schedule Table Space 

The Display Scheduler monitor service will use this entry 
to fetch a 12-word block for construction of a new schedule 
table entry. Since the length is fixed, only the start address 
need be returned in the caller parameter block. 

EMT Code: 2S CHex) 

Parameter Block: 

WORD CONTENTS 

Start Address Costumed) 

Status Return Codes: 

- Request satisfied 
2 - No space available 

3,4*2 Deallocate Schedule- Table Space 

This service will be utilized when the user deletes .a schedule 
table entry. As with allocation, this entry is generally only 
called by the Display Scheduler monitor services. 

EMT Code: 26 CHex) 

Parameter Block: 

WORD CONTENTS 

Start Address 

(The length is assumed to be a fixed 12 words,} 

Status Return Codes: 

- Request satisfied. 
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3.5 GLOBAL COIM.ON ALLOCATION 

During system generation^ up to four, 4K blocks may be 
set aside as system global common areas. Depending on their 
length, user tasks may have access to either one or two of 
the four areas. Generally, the global common blocks will be 
taken directly from available task space. However, if 
demand on display 'element space is lax then it will be 
possible to use a 4K block from this area«* In any case, user 
tasks will need to indirectly map into the global common 
area and thus cannot be using all three relocation registers 
for task execution. The usage or format of the global common 
area is entirely left to the particular applicational require- 
ments. Obtaining access to a global common area, from within 
a user task, is discussed in the Task Management section. 



It will not be possible to specify block C^ero) 
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3.6 MEMORY MANAGEMENT SYSTEM GENERATION CONSIDE"R.^TrONS 

At system generation time the user may wish to tailor 
the memory configiaration to fit a particular application 
requirement. Normally, the configuration shown in Figure 3,1-1 
will be provided, with users specifying global common blocks 
as necessary. However, users may wish to restrict the display 
element space or schedule table space via- manipulation of 
'the associated bounds contained within the routine,. In any 
case, the bit, map initial value (BMASK] will need to be 
adjusted to account for which 4K blocks are available for task 
execution. In particular, bits must be set to correspond 
to those blocks- which, have been specified for global common 
areas (GBLCOM) , 
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4.0 GIL^PHIC 7 TASK DEFINITION 

Within the Graphic 7 Operating System, user problems will 
generally be solved by a group o£ inter -related ''tasks". To the 
Monitor, a task represents the smallest entity which can be 
allocated - the CPU resource. Beyond this and certain memory 
allocation restrictions, the definition of "tasks'' is left entirely 
up to the particular user application. Also, there is no maximum 
number of tasks other than as restricted by the memory size. 

The Task Management monitor section is responsible for 
maintaining the current system status with respect to the task 
population. In general, any activity which requires a task to 
either enter or exit the system must be coordinated by this 
Monitor section.' In addition, should a task wish to suspend it- 
self (timed or indefinite) the appropriate Task Management entry 
will be employed. 

Current system task status is maintained by means of a 
linked list with pointers contained in the^ task headers. (Since 
all task headers start on a 4K' boundary-, the pointers are simply 
relocation register 1 values.) The task list is maintained in 
priority order so that the highest priority task capable of 
execution may easily be located. The task list header will be 
located in monitor global variable TSKLST. Allocation of task 
memory space with implications for system design is discussed 
in the following. 
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4.1 TASK MEMORY ALLOCATION 

As discussed under the Memory Management section, alloca- 
tion of task space is in 4K word blocks. Furthermore, since 
only three of eight 4IC blocks within the 16 bit address space 
are relocatable, task size is limited to 12K words.* This 
restriction may make it necessary to divide tasks which would 
otherwise be a logical, unified application area. 

In addition to task execution space, it may also be 
necessary to access a global common area or the Display Element 
storage region.** For these actions, it will be necessary to 
have available one of the three relocation registers to point to 
the particular 4K block under consideration.*** Given that such 
additional addressing is necessary, it is clear that user task 
length will need to be held to 8K words. (Actually somewhat less 
due to stack space requirements.) 

The above discussed limitations will obviously make it 
necessary to give careful consideration to 'task definition during 
system d-esign. 



'*For additional clarification on this point, please see the 
Appendix which discusses the Memory Management hardware. 

**Access to a global common area may be provided automatically 
on task load. References into the Display Element region 
must be arranged by the user. 

***Relocation Register 1 may never be used for other than address ■ 
ing into the first 4K block of task space. 
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4.2 TASK-MO^fITOR COMMUNICATION 

User tasks may issue a variety of requests to the 
Graphic 7 Monitor. ' Such requests are communicated to the 
Monitor by an EMT instruction which contains a function code 
in the -low order byte. The Monitor interprets this byte as 
two hexadecimal digits, the first -specifying the monitor 
functional area and the second a particular subfunction. 
Along with the EMT instruction, most Monitor functions require 
a list of parameters against which the function is applied. 
The user supplies this parameter list by placing the start 
address of such in Register 1 prior to the EMT. 

Successful completion of the user request is indicated 
by returning a status, code to a dedicated location in the task 
header. Generally, user tasks will need to check the status 
code to verify proper command performance. Particular status 
codes- for each Monitor function are listed with the function 
description. Normally, a zero- status indicates successful 
completion. 

On. issuing' an EMT to the Monitor, the current task status 
is saved either in the task header or on the user stack. Except 
for I/O operations which may be either wait or no-wait, the 
user task is suspended while the request is satisfied. On 
return from the subject Monitor functional area, the system 
s.upervisor- will normally perform a task scan to allocate the CPU 
resource to the current highest priority task. Thus, as the 
system environment changes, the various tasks can all have an 
opportunity for execution. 
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4.3 TASK HEADER FORMAT 

Most of the information concerning a task- s current 
status is contained in the task header. This data block, out- 
lined in Figure 4,3-1, will be pre-allocated by the user at 
assembly time. Some of the parameters must be initialized at 
assembly time while others are strictly reserved for Monitor 
usage. The following sections address each of the individual 
parameters. The various fields will normally be referred to 
via their offset names which are of the form T$xxxx. Usage of 
the offset definitions is recommended since some re -arrangement 
of the header structure may be necessary as the system definition 
matures.. 

4.3.1 Task ID [TSID) 

The Task ID byte will contain the unique identification 
for the task. Each task to be entered into the system must 
have a unique ID to be used in conjunction with operator 
communication or task-task/task-monitor data exchange. Generally, 
;this field will be -'referred to cas two .hexadecimal .digits . The 
Task ID should be inserted at assembly time. User task ID's 
are restricted to the range 10. ^ to FFnr- 
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Word 


1- 



2 
3 



Byte 1 



Byte 



5 
6 
7 
8 
9 

1.0 

11 

12. 

13 

14 

IS 

16 

17 

18' 

19 

20 

21 

22 
23 

24 

2S 

2S 

27 

28 

29 

3 

31 



uttset 



PrioritY TSPR ID 


TSTD 


2' 


Status 


T$ST 


4 


Monitor Req . 
Status 


TSMRST 


. 6 


Task List 
Forward Link 


TSFLNK 


10. 


Relocation - Reg . Relocation Re 
Two Save One Save 


TSRR 


li 


Memory Relocation Re 
E:ctension TSEXTR Three Save 


g- 


14 


Stack Pointer Save 


T$REG 


16 


Allocation Save 


TSALLC 


20. 


Start Address 


T$STRT 


22 


Global Common Requests 


T$COM 


24 


Display Element Control 
Block List Header' 


TSELS 


■ 26 


Display Schedule Control 
Block .List Header 


T$SLS 


30 


Photopen Control 
Block List Header 


TSPPEN 


32 

34 


Task Suspension 
Control 


T$TIM 


36 
40 


Private Timer 
Control 


T.$PTI 


42 
44 

46 
50 
52 
54 
56 




60 


Logical Device 1 


T$DEV 


62 


Logical Device 2 


64 


j.ncrical Device 3 


66 


Logical Device 4 


70 


Logical Device 5 


72 


Logical Device 6 


74 


Logical Device 7- 


76 


Logical Device 8 



Fignre 4,3-1 Task Header LayoTit 
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4.3.2 Task Priority CT$PR) 

The Task Priority will indicate the particular task's 
requirements for CPU: time with respect to other tasks in the 
system. The task list will be maintained in decreasing priority 
order. Priority should be a positive integer between 1 (lowest) 
and 127. This field should be defined at assembly rime. 

4.3.3 Task Status (T$ST) 

The Task Status bits will indicate the current state of 
the task with respect to various system-task interfaces. The low 
order eight bits of the status word will be modifiable by other 
tasks. The definition of the individual bits is as follows: 

Bit On Implies 

15 Task Disabled 

14 Task Suspended 

13 I/O Wait 

12 Timed Suspension 

11 Photopen Wait 

10 Vta.iting for "Da:ta 

9 
8 
7-0 User Defined 

(Externally Modifiable) 

The user will normally set this word to zero at assembly 
time, however, the Disable or Suspend bits may be used to effect 
a particular initial task state. With regard to bits 0-7, user 
tasks will usually establish usage conventions during system 
design. 
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4.3.4 Monitor Request Status (TSMRST) 

The iMonitor Request Status Byte is used to return a 
status code to the user task following a request for a monitor 
service. Zero generally indicates successful request satis - 
faction with other numbers -defined --for each individual sub- 
function. Initialization of this parameter is not necessary 
however, of course, space allocation is necessary at assembly 
time . 

4.3.5 Task List' Forward Link (T$FLNK) 

The Forward Link simply serves to point to the next 
lower priority task. If this is the lowest priority task, then 
thiS' parameter will be zero. This parameter, is maintained by 
the operating system and will generally be of no concern to the 
user. (The actual contents will simply be relocation register 
one of the- next task.)' (Backward links in the task list are not 
currently being used,.) 
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4.3.6 Relocation Register Save Area (T$RR) 

The three bytes in this area will be used to store the 
task relocation registers whenever control is passed to the 
operating system. The user will not generally be concerned with 
these entries. (These values must be saved on interrupt since 
some tasks may use the relocation registers to success global 
common areas or display element space.) 

4.3.7 Extended Memory Allocation .CT$EXTR) 

A user task may request an additional memory allocation 
above that required by the loaded task image. The extension 
quantity, expressed at offset T$EXTR (byte) , is in units of 256 
bytes. Such memory ...space is located at the end of .the task 
image. Remember that task space is normally allocated in 4K word 
blocks so the memory extension may not actually result in any 
additional memory being -allocated . The purpose of ■ this service 
is to allow tasks to set aside space for data bases or other 
usages without having to define this space at assembly time; the 
result -being a smaller load file. 
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4.0.8 Stack Pointer Save (TS'REGQ 

This word will be used to save the task stack pointer 
whenever the task surrenders control. Other general registers 
will be saved on the stack. Note that the task relocation 
registers will, in general, need to be installed to access stack 
entries. The stack pointer save word need not be initialized by 
the user at assembly time since the operating system will auto- 
matically point R6 to the last word in the last 4K block allocated 
CIn allocating space for the user task, the system will request 
32 words greater than. the task length.) 

4.3.9 Allocation Save CTSALLC) 

The Allocation Save word will be used to record the initial 
values of the task relocation registers. This serves to indicate 
which 4K memory blocks were allocated so that such can be de- 
allocated on task exit. This parameter- is of no concern to user 
tasks, but, of course, space must be allocated for the word at 
assembly time. 
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4.3.10 Start Address CT$STRT) 

The Start Address word will contain the desired start 
address for user task execution- This will be defined at assembly 
time; typically the first word following the task header. 

4.3.11 Global Common Requests (T$C0M) 

User tasks which do not require all three relocation 
registers for execution addressing may access one or two global 
common areas. The operating system may have defined to it, at 
system generation time, up to four 4K blocks to be used for. global 
common areas. For user tasks of less than 8K words, the third 
relocation register (RR3) may be used to reference one of the four 
global common blocks. (Addresses would be of the form: 5xxxx 
where 1/Oxxxx is the offset into the 4K block.) This may be 
indicated at assembly time by placing a binary 1-4 at T$C0M. 
The correct relocation register value, to cotrespond _ to ^the 
common block selected, will be inserted at task load time. 
Similarly, -for user tasks of less than 4K words, relocation 
register two may be pointed to a global common area by placing a 
binary 1-4 at T$C0M+le (Clearly it would not make much sense to 
have the same number in both T$COM bytes.) If global common 
Siccess is not desired, then these bytes should be set to zero at 
assembly time. Inability to satisfy global common requests will 
result in task load failure. 

4.3.12 Display Element Central Block List Header (TSELS) 

A linked list of Display Element Control Blocks is main- 
tained within each user task. This list is updated whenever the 
user task references the Display Element Management monitor 
servi-ces. Subject word is simply the list header (i.e., pointer 
to first entry). Users should set this word to zero at assembly 
time. 
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4,3,13 Schedule Control Block List Header CTSSLS) 

User Schedule Control Blocks are maintained on a linked 
list for -which T$SLS is the list header. This list is updated 
by the Display Scheduler Monitor sub -funct ions . Users should 
set this word to zero at assembly time. 

4.3.14' Photopen Control Block List Header (TSPPEN) 

Requests for Photopen input will be linked together within 
each user task. This word serves as the linked list header. The 
Photopen monitor services maintain the control .block list. Users 
should set this word to zero at assembly time. 

4.3.15 Task Suspension Control (T$TIM) 

Words at TSTIM and. TSTIM+Z will be. used to maintain the 
r'^'^, task suspension timer on timed suspension. ..The first word is used 

for- linking with the second word, containing the actual timer value. 
Th.ese words are manipulated, only by., the operating system. They 
should be set to zero at assembly time. 

4.3.16 Private Timer Control (T$PTI) 

Users issuing private timer requests will have such main- 
tained on linked lists within their task areas. The two words at 
T$PTI are used for linking.- The first word essentially links the 
various tasks currently having outstanding private timers. The 
second word, is the list header £or^ the individual task's timers. 
These words are maintained by the Timing Services monitor- section 
and are not m,anipulated by the user task. Both words -should be 
set to zero at assembly time. 
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4.3.17 Logical, Device Association (T$DEV) . 

The eight words at T$DEV will serve to connect the user 
specified logical devices (1-8) with any eight physical device/ 
unit combinations. The logical device specification (contained 
in the second word of the I/O control block) will simply serve 
as an index into this table, the low order byte should contain 
the physical device number (1- ) with the high order byte the 
unit number. These specifications will normally.be made at 
assembly time. All eight entries must be defined; unused entries 
set to zero. The correspondence between physical device number 
and respective handler will be set up during system generation. 
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4.4 TASK LOADING 

Tasks will generally be brought into the system from some 
external, bulk storage medium* The task load monitor request 
allows -for the specification of a file name to be communicated to 
the host or external medium controller. The load process involves 
first issuing a '^File Query'' to the subject handler. This request 
specifies the target file name and should return the file length. 
y The length information is then used to allocate task space. After 
the memory space has been successfully allocated, the task image 
is input using a standard read request.* 

Two points should be emphasized regarding the above 
described .procedure. First, the specified handler must be able to 
accept a ''File Query^' request, as described in the I/O section. 
■ Secondly,, when building user task images on the host storage medium, 
(_ the length information must be made readily available. For paper 
tape oriented input, tkis information is already included in the 
absolute load, format • 

Following the task image input, the task is linked into 
the current task list and made eligible for execution beginning 
at the user specified start address. 
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'^Note that contiguous; 4K memory- b locks- are not guaranteed by 
the memory allocation section/ This has possible implications 
for. -DMA transfers,. 
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4.5 TASK MANAGEMENT MONITOR SERVICES 

User tasks will access the .various Task Management 
monitor functions via EMT codes of the form 3x (Hex) . The 
services available are as follows: 

4.5.1 Load Task 

This service will be used to bring a new task into the 
system. Specified input device [logical unit number)" must 
be able to accept a ''File Query'' request. 



EMT Code: 


31 (Hex) 


Parameter 


Block: 


Word 






1 

2-6 





Contents 

Task ID Clow order byte) 
Logical Device .Number* 
Source File Name 

(ASCII,' terminated by a null) 

Status Return Codes: 

- Request Satisfied 

2 - Insufficient Memory 

32 - I/O Failure 

33 - Invalid Device Code 

34 - Task ID Mis-Match 

35 - Device Unavailable 

36 - File Not Found 

37 - Unable to Satisfy Global Common Requests 



4.5.2 Load Overlay 

This service is not currently supported. 
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4.5,3 Enable Task 

This entry may be used to reset the task disabled bit 
and thus make the task eligible for execution. The Enable/ 
Disable services should not normally be used on an inter-task 
basis. • 

EMT Code: 33 (Hex) 

Parameter Block: 

Word Contents 



Task ID (low order byte] 

StatuS' Return Codes-: 

- Request. Satisfied 
32 - No Such Task Found 

4,5.4 Disable Task 

This service will set the- Disabled bit in the task header 
status bits (T$ST] . Task is then ineligible for execution* 

EMT Code: 34 (Hex) 

Parameter Block: 

Word Contents 



Task ID (low order byte) 



Status Return Codes: 

- Request Satisfied 
32 - No Such Task Found 



40 



4.5.5 Task Suspend 

This service may be used to suspend the calling task for 
a timed or indefinite interval. If timed, then the Timing 
Services section will be notified to set up a timer. Tasks can 
only suspend themselves. 

EMT Code: 3 5 (Hex) 

Parameter Block: 

Word Contents 

Time Out Value in 1/10 Seconds, 

Zero implies indefinite suspension 

Status Return Codes: 

- Request Satisfied 

-4 .5.6 Task Continue 

Continue will remove a task from a timed or indefinite 
suspension state. This service may be directed from/to .any-- task 
in the system. 

EMT Code: 36 (Hex) 

Parameter Block: 

Word Contents 

Task ID (low order byte) 

Status Return Codes: 

'Request Satisfied 
32 - No Such Task Found 
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4. S.. 7 Task Exit ■ 

A task leav.es the system and thereby relinquishes systeui 
resouxGes by issuing the Exit EMT. All I/O must have been Gompleted 
prior to issuing this request « It is also reGommended j though 
not necessary, to delete alisGhedule table entries, display 
elements.and private timers. 

EMT Code: 37 (Hex) 

Parameter BloGk: None (Only the Galling task may Exit) 

Status Return Codes: N/A 

4. S.8 FetGh Task Status 

The Gurrent task status is maintained in word T$ST in the 
task header. This servioe will allow any task to oheok the status 
of any other task/ 



EMT Co-de: 


38 


(Hex) 


Parameter 


Bio 


ck: 


Word 








1 







Contents 

Task ID (low order byte) 
Returned Task Status 



Status Return Codes: 

- Request Satisfied 
32 - No SuGh Task 
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4*5-9 Update Task Status 

This service allows for the modification of bit 0-7 
in the subject task^s status word. The supplied bits are logically 
ored with the current status. word contents. Users may wish to 
restrict, by definition, some of these bits to be read or write 
only. 

EMT Code: 39 (Hex) 

Parameter Block: 

Word Contents 

0' Task ID (low order byte) 

1 New Status Bits (Byte 0) 

Status Return Codes: 

- Request Satisfied 
32 - No Such Task 
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4;S,10 Abort Task 

The Abort: entry may be used to cause the involujitary, 
termination of a: user task- This entry is included primarily 
for operator communications usage* 

EMT Code: 3A (Hex) , 
Parameter Block: : 

Word Contents 



Task ID (Low Order Byte) 



Status Return Codes 



- Request satisfied 
3'2 - No such task found 

4.5,11 Search for Task ' ■ • 

The Search function will allow the caller to locate the 
beginning of any user task in the system. The returned value is 
essentially the 4K block number which becomes the relocation 
register value if access to the subject task is required. 

EMT Code: 3B (Hex) 
Parameter Block: 

Word Contents 



Task ID (low order byte) 

1 4K block number (returned) 

Status Return Codes: 

- Request satisfied 
32 - No such task found 
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4.5.12 Continue, Task g Suspend 

Inter -task execution control -may be aided by the 
ability to^, in a single monitor request, continue a given 
task and suspend oneself. The suspension provided by this 
service is non-timed- 

EMT Code : 3C (Hex) 
Parameter Block: 

Word ' Contents 

Task ID o£ task -to be continued 

(low order byte) 
Status Return Codes: 

- Request satisfied 
32 "- No such tas-k found 
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4;6 ■ TASK ERROR MONITO'RTKG 

The monitor generally perforins no error processing for 
user tasks. Thus, mistakes in the preparation of the- various 
control blocks or other programming oversights will generally 
result in £ax*al. system errors . Little advice can be offered 
in such circumstances above the usual debug techniques of e:xamin> 
ing the various task variables , status indicators . and. stack . 
This examination may be performed through the ROM Tesident 
debug capability.. The appropriate 4k block number for the task 
in question will need to be inserted in the relocation register 
before attempting to display task-memory contents.. 

One exception to the above is the case of the bus 
time-out ■error .. ' The monitor sup^ervisor will, intercept, this, 
interrupt- and, if .ctirrently executing^ within a ..user task., will.'. .. 
mark the task disabled and notify, operator communications 
(assuming OPCQMis^ installe.dl.: . ■ . 
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GRAPHIC 7 MONITOR 
DISPLAY ELEMENT I4ANAGEHENT 



5«0 Display Element Management Overview 

5*1 Standard Element 'Control Block 

5.2 Display Element Storage Format 

5 . 3 Display Elemen;t :Monitor Services 
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5.0- DISPLAY ELBMENT ?/IANAGEMENT OVERVIEW 

Constnac.tion of the graphic image will entail the 
definition of various picture elements and the scheduling of 
these e-lements to suit the particular application requirement. 
Display Element Management includes those services which are 
used to define picture elements to the Graphic 7 monitor. 
Scheduling of picture elements is covered in a separate monitor 
functional area. Within the Graphic 7 Operating System structure, 
display elements are stored, in a dedicated memory area, separate 
from task image areas. The picture elements C^efresh code 
blocks) are processed directly from this dedicated memory area 
by the Graphic Controller. Three methods exist for presenting 
display elements to the monitor. First, the user task may 
^^pass^* an element directly from his task image. This procedure 
would generally apply to small, fairly static picture elements. 
Secondly, the. user may request to have a display element loaded 
from an external medium. For this case, the user must, obviously, 
specify a file name or other external data source identifier. 
The external medium- 'approach will normally Be used for large, 
static display elements. Finally, user tasks may allocate 
display element space and dynamically build the refresh block 
as, for example, real time data is received. This approach 
yields maximum flexibility but can be rather expensive to 
implement. 

Once the display element has been defined, the user task 
may cause it to- Be displayed via the Display Scheduler.. Temporary 
removal of the element from the current image can be done via 
the Element Disable Service , Elements which are no longer needed 
should., be, discarded via the Element ^Delete- Service.. 
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WORD CONTENTS 

Reserved CLink Field) 

Required 1 Element Start Address* 

2 Flags/Status 

3 Length (Bytes) 

4 Start Address or Input Device** 

Optional ^ ^ r.-n^ m^ *:±^ 

^ 5-9 File Name**^ 

STATUS BITS FLAG BITS 

8 1 Position Absolute**** 

1 9 1 Size Absolute'^*** 

2 10 

3 11 

4 ■ 12 

5 13 

6 1 Control block in use 14 

7 Enabled, 1 Disabled 15 



* Address in monitor storage area (returned) . 
** Start Address in user task for '^PASS'^ service > 
Input Device for ''LOAD" service. 
*** File Name relevant only for ''LOAD"; must be 
terminated by Null character. 
**** These bits are not currently used by the monitor. 



Figure 5.1-1 Display Element Control Block Format 
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5.1 STANDARD ELEMENT CONTROL BLOCK 

Display Elements always have an associated control block 
within the task which requested their definition. This control 
block, outlined in Figure S.1-1, contains all the parameters 
necessary to the various Monitor functions. This block is 
important because the Monitor does not maintain any internal 
inventory of Display Elements or associated memory space. 
...Thus, whenever a user task issues a monitor request relating 
to a display element, the associated parameter (control) block 
address must be specified. Within the user task image, the 
^ Display Element Control Blocks are maintained on a linked list. 
This is, a simple, singly linked list with the list header at 
TSELS within the task header. Maintenance of th.is list is 
done entirely by the Monitor "routines and will generally be 
(^'] of. no concern to the application task developer. In summary, 

the Display Element Control Block is the parameter block for 
user requests to monitor service and also the inventory 
mechanism for monitoring the current display element configuration- 

The individual fields within the element control block 
are defined as follows: word, zero is used for control block list 
linking and is generally of no. concern to the user. Word one 
contains the element start address within the monitor storage 
area. This address is the actual physical address since the 
display elements are stored within the first 32K of memory. 
Note also that this address actually points to word zero as shown 
in Figure 5,2-1, thus the user code will normally start at 4 
bytes past the given start address. The third control block word 
contains status and flag bits as outlined in Figure 5,1-1. 
Next comes the element length in bytes. This length does not 
include the six control bytes which are added to each element. 
Words 4 through 9 are defined only for certain element services 
as described in Section '5.3, 
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WORD 










JLAGS__ 


TASK ID 


■ 1 




-*^ 




IZPR or RETURN 


2 


f 


3 










. . 4 










5 . 










6.„ 


-. - .. 








7.. 










... _ .8_... 






'ELEMENT REFRESH CODE 


9 ... 










10 










11 










12. 






._ .. 


... 


.. > . . 


< 


>- 




i 


n-1 




—■ 


> 


/ 


n 




RETURN 



Figure 5.2-1 Display Element Storage Format 
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S . 2 DISPLAY ELEMENT STQIL^GE FORMAT ^ 

Display Elements are o£ variable length and packed within 
the reserved system storage area. C^enerally this will be [ 

some or all of 4K pages 1^ 2 and 3.) The length of the 
allocated space is six bytes greater than that specified by 
word three of the Element Control block- The three extra 
words are accounted for by two control words at the beginning 
of the element and a "RETURN^' instrnction as the last word.^ 
Of the first two words, the initial, contains the Flags byte 
Cdirect from word 2 of the respective element control block) I 
and the parent tas.k ID, Th.e- second word w^ill contain either 
an IZPR instrixction Cif the element, is enabled] or a RETURN 
'instruction Cfc)r the case of a disabled element) , The Element 
Storage- format is portrayed, in Figure 5,2^*1, The maximum 
element length, including control words, is 4K words. 



^Recall: that the elements are executed as subroutiiies -from 
related Schedule Table entries , 
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5.3 DISPLAY ELEMENT MONITOR SERVICES 

The following sections detail the basic monitor services 
related to Display Element manipulation within the Monitor. 
Note that the first four words of all parameter blocks 
are common, as presented in Figure S.1-1. 

5.3.1 Load Display Element 

The Load service will be used to fetch a display element 
from an external medium. The input device specification should 
be a logical device number, relative to the calling task. 
The source file identifier should be an ASCII string terminated 
by a -null. 

EMT Code: 41 CHex) 

Parameter Block: 

WORD .CONTWTS 

0-3 [standard) 

4 Logical Input Device 

•5-9 Source File Identifier 

Status Return Codes: 

- Request satisfied 
2 - Insufficient Memory 
32 - I/O failure 

35 - Device unavailable 

36 - File not found 
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boundaries 



EMT Code: 


42 a 


lex) 




Parameter 


Block: 






WORD 






CONTENTS 


0-3 






(standard) 


4 






Element st 



within user task 



Status Return Codes 



- Request satisfied, 
2 - Insufficient memory 
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5,3,2 Pass Display Element 

The Pass service may be used to transfer a display element 
image from user task space to monitor space* Display elements, 
i,e,, refresh code blocks, are always assumed to begin on word I 



I 
I 
I 
I 
I 
i 
I 
I 

1 

I 
i 

( 

i 

1 
1 
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S . 3 . 3 Update Display. Element 

Update may be used to provide a revised copy of a display 
element which was previously defined via the PASS function* The 
length of the element may not be changed. The user task is 
responsible for avoiding conflicts with the Graphic Controller in 
the case of updating an active (enabled) display element. This 
service is oriented toward fixed format refresh elements such as 
textual tables. 

EMT Code: 43 (Hex) 

Parameter Block: 

Standard Element Control Block 
Chords 0-43 

Status Return Codes: 

- Request satisfied 
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5.3. 4" Fetch Element Space 

There may be instances where the user task must construct 
the display element according to data received during execution. 
For this circumstance, the system allows the user task to 
allocate display element space via the Fetch, service. Obviously, 
the element should be fully defined Ci^^l^^i^g the ending 
RETURN instruction} prior to being scheduled. Access to this 
element area will be via one of the relocation registers and, 
thus, the user task will generally need to be less than 8K 
in length* Construction of the required relocation register 
bias is le-ft up to the user task. This may be done by isolating 
the three high order bits in the element address C^eturned 
in word 2 of the parameter block] ; moving tLese three bits 
to relocation register three and then replacing th.em by Oil, 
The effect is to force mapping, through relocation register 
three, into the target 4K block, CCaution: The address con- 
tained in word" two of the parameter block s.Lould be considered 
''read only*' to the user task.}"*' 

EMT Code: 44 (Kex] 

Parameter Block: 

- Standard Element Control Elock - 

Status Return Codes: 



"" Remember that user refresh code should start at four 
bytes past the given start address, 
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5.3.5 Delete Display Element 

The Delete function should be employed after the -particular 
element is no longer required by the user task. This service 
will free the associated display element memory space and 
remove the control block from the user task control block list* 

IMPORTANT: All schedule table entries referencing said 
element should be deleted prior to element removal. 
The system will not check for this error. 

E^^^ code: 4 5 CHex) 

Parameter Block: 

- Standard Elemen:t Control "Block • 

-Status .Return Codes: 

- Request satisfied 
23-- No such element* 



'^ l"iiis error would normally occur when the user fails to set Rl 
to point to subject parameter block prior to the Delete EMT. 
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The second word within the element space will determine 
the Enabled/Disabled element state. The Enable service simply 
inserts, an IZPR instruction into this word.: ■ 

EMT Code: 46 (Hex) 

Parameter Block: 

- Standard Element Control Block - 



Status Return Codes: 

- Request satisfied. 

S.0.7 ■. Disable- "Display :Element/ 

^' The Disable service will insert a return in; word: two o£ 
the element space; CUs^ts- should note the differences in 
efficiency between disable of the element and disable, of' the 
"associated schedule table entry or entries .) 

EMT Code: 47 CHex] 

Parameter Block: 

- Standard Element Control Block * 

Status. Return Codes: 



f 
( 
I 
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- Request satisfied | 

I 

'-.-.■■ -■■.■! 

.1 
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5,3,8 Purge Display Elements 

On task exit, users should ensure that all display elements 
and schedule table entries have been removed from the system. 
This service may be used to eliminate all display elements, 
[Clearly the complementary Scheduler service should be 
exercised first.) 

EMT Code: 48 [Hex) 

Parameter Block: N/A 

CThe elements are found by scanning the 
user^.s element control block lis't.) 

Status Return Codes: 

- ^Request satisfied 
[The absence of any element is not 
considered an error,) 
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S . 3 . 9 Revis e Display Element I 

The Revise service may be used to replace an existing display 
element with a. new version. This differs from Update in that the new | 
element is installed in an area distinct from the old element, any 
referent schedule entries are adjusted ^and then the old element is I 
deletedv Revise is oriented . toward non-fixed-format elements which , 'i 
typically,, reflect real time varying data . -j 

EMT Code: 4B (Hex) 

Parameter Block: 



WORD 



CONTENTS 

Pointer to Control Block for 
current element version 

Start address of new element 
version 

Length of new element version 
(bytes) 



I 



Status Return Codes: 



- Request Satisfied 
2 - Insufficient Memory 



J 



1 

1 
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GRAPHIC 7 MONITOR 
DISPLAY SCHEDULER 

6.0 Display Scheduling Overview 

6.1 Standard ..Scheduler ..Control 'Block 

6.2 Schedule Table Structure 

6.3 Display Scheduler Monitor Requests 

6.4 Display Error Handling 

6.5 Monochrome Scheduler 
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6,0 DISPLAY SCHEDULING OVERVIEW 

The Display Scheduler monitor functions will be used 
to cause a Display Element to be presented in the CRT image. 
Various parameters, provided during scheduling, will control 
the actual element characteristics. These characteristics 
are, for example, screen position, intensity and color. The 
job of the Display Scheduler is to process all such display 
requests and cause the Graphic Controller to sequence through 
each of the Display Elements selected. This is affected by 
constructing, for each display request, a start-up block of 
refresh code containing the parameter initialization instruc- 
tions and a call to the selected display element code. These 
starf-up code blocks must then be linked together according 
to color and user-supplied priority. 

Along with the basic scheduling capability, the monitor 
also allows enable/disable, delete and modify of , selected 
scheduler control blocks.- These capabilities will allow the 
user to tailor the display to fit a changing real-time environ- 
ment. In summary then, display scheduling represents the second 
step in image creation, following display element definition. 
These two monitor functional areas- will hopefully provide 
sufficient flexibility for most display creation/manipulation 
tasks . 



I 
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6,1 STMDARD SCHEDULER CONTROL BLOCK 

As in all task-monitor communications, a parameter 
block must accompany each monitor request. The address (user 
task relative) of such block is always supplied in register 1. 
Figure 6.1-1 outlines the parameter list which is standard for 
all Display Scheduler requests. Only the last word is optional. 
This parameter block supplies several important quantities. 
First, the linkage to the target display element is provided 
in word 3 as a pointer to the respective Element Control Block. 
This mechanism allows for assembly- time definition of the 
requested element. Second, the parameter block contains the 
various attributes relevant to this incidence of the selected 
element. Table 6 . 1-1 shows possible values for each of the 
attributes.- Associated with each "schedule request block, the 
monitor will build a companion Schedule 'Table entry as described 
in Section 6.2, It is important to remember that this 
association (between the request parameter block and the Schedule 
Table entry) must be mtaintained until the user task specifically 
reque'St^s the schedule entry be deleted* This is necessary since, 
as in Display Element Management, the monitor does not maintain 
any internal inventory of the current schedule table status. 

The user may directly reference his Schedule Table entry 
via the address contained in word one of his request block. 
This should be an un-mapped address •• The first word of the 
request block is a link field used to maintain all Scheduler 
request blocks belonging to this task on a linked list. The 
list header is at T$SLS within the user task header. This list 
is maintained by the monitor and will generally be of no 
interest to the user. 
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2 
4 
'6 
10 
12 
14 

16 
20 
22 



WORD 
0~ 

1 
2 
3 
4 
5 
6 
7 
8 
9 



IS 



Reserved (Link Field) 



Schedule Entry Address 
Flags j Status 
Element Control Block Address 



CRT's 



Color 



Priority 



Intensity 



Line Structurel Character Size 



X Start 
Y~Start 



Modify Control 



STATUS BITS 




1 
2 
3 
4 
S 
6 



GC Status Pending 

Sch. Entry Caused Halt 

Sch.Ent. Caused Out-o£- 

Bounds 
Parameter Block in use 

l^Disabled 



8 
9 
10 
11 
12 
13 
14 
15 



FLAG BITS 

Photopen Enable (CRT 1) 
Photopen Enable (CRT 2] 
Character Rotate 



Blink 



Figure 6.1-1 Standard Display Scheduler Parameter Block 
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ATTRIBUTE 


OFFSET C8) 


SIZE 


POSSIBLE VALUES 


CRT's 


11 


Byte 


(No CRT's) 

1 CRT 1 

2 CRT .2 

3 CRT 1 § 2 


Priority 


10 


Byte 


1 -> 127 


Color 


13 


Byte 


- Red 

1 - Orange 

2 - Yellow 

3 - Green 


Intensity 


12 


Byte 


0-^ 7 


Line Structure 


15 


Byte 


- Solid 

1 - Dotted 
.2 - Dashed 

3 - Center Line 


Character Size 


14 


..Byte 


.0 -» 3 


X Start 


16 


Word 


-1023-^+1023 (Decimal) 


Y Start 


20 


Word 


-1023-»+1023 (Decimal) 



Table 6.1-1 Schedule Request Attribute Values 
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6.2 SCHEDULE TABLE STRUCTURE 

The Schedule Table is a linked list of Graphic Con- 
troller initiation blocks. Space for the construction of these 
blocks is allocated by the Memory Management services. Within 
each block are links for both scheduler management functions . 
and. Graphic Controller execution. In particular, Figure 6.2-1 
shows the overall Schedule Table layout. You will note that 
each color has its own linked' list of blocks. This structure ■ 
provides for a minimum of color changes and also allows for the 
priority implementation discussed below. 

Figure 6.2-2 shows the layout of the individual 
schedule table blocks. 

The various refresh instructions, LJDDZ, LDDP, etc. are 
constructed based on the attributes provided in the parameter 
'block in- the- user task. The element start address is retrieved 
from the element 'control block contained within the user task. 
The ''forward link" and ''backward link" fields serve tO' doubly 
link (in circular fashion} all existing schedule table blocks. 
These linked lists, one for each color, are maintained in 
priority order. 

The priority specification may be used to indicate the 
relative importance of this display request, and as such, help 
in avoiding image clutter and Graphic Controller overload. The 
implementation of the priority scheme is quite simple. First, 
when a new display request is received, the generated table entry 
is linked into, the existing structure according, to the indicated 
color and priority. Then, when constructing the Graphic Con- 
troller execution links (words 10 § 11} , the routine' will first 
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RED 
START 
BLOCK 














SCHED. 
ENTRY 

n 




SCHED. 

ENTRY 

T1 + 1 


r " ^ "" * "" "* 1 
1 














^.^«>«. ».»«». 










RETURN 






\ 


f 






ORANGE 
START 
BLOCK 


















- 


























_ 








<( 


f 






YELLOW 
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GREEN 
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BLOCK 
















-—-• • •• 




















«(1«^» . 









Figure 6.2-1 Schedule Table Structure 
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WORD 


OFFSET (8) 



2 

4 

6 
10 
12 
14 
16 
20 _ 
22 

24 ■■ 

25 ■ 









PRIORITY [task id 


1 


FORWARD LINK 


2 


BACKWARD LINK 




3 


LDDZ 


4 


LDDP 


S 


LDTI 


6 


LDXA 


7 


^fVYA 


8 
9 


CALL_ 

ABS. ELEMENT ADDRESS 


--,- 


10 


JUMP 


11 


JUMP CLINK) -ADDRESS 



LDDZ 
LDDP 
LDTI 
LDXA 
MVYA 



LOAD DISPLAY Z REGISTER 

LOAD_ DISPLAY PARAMETER REGISTER 

LOAD TEXT INCREMENT REGISTER 

LOAD X ABSOLUTE 

MOVE Y ABSOLUTE 



O 



Figure 6-. 2>2 Schedule Entry Structure 
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6.2 SCHEDULE TABLE STRUCTURE (CONTINUED) 

scan the existing table to find the highest enabled priority 
(ignoring priority 127) . Any blocks with priorities less than 
highest-3 are then excluded from the current image. Finally, 
those blocks with sufficiently high priority are linked to- 
gether using the Graphic Controller jump address contained in 
word 11. In suiimiary, the Schedule Table represents the 
Graphic Controller coimnand mechanism and also the Display 
Scheduler monitoring scheme. Normally this structure will be 
completely transparent to the user tasks. 
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6.3 DISPLAY SCHEDULER MONITOR REQUESTS 

User tasks will communicate with tke Display Scheduler 
via the EMT monitor calls discussed below. The parameter block 
is the same' for all calls, as discussed in Section 6.1. 

6.3.1 Schedule Element 

This service will be used to bring a display element 
into the currant image, subject to the given priority. C^riority 
127 may be used if the element is to be displayed regardless of 
the current highest priority schedule entry.) The associated 
schedule table entry address is returned in Word 1 of the 
parameter block. 

EiMT Code: 51 CHea] 

Parameter Block: 

- Standard Scheduler Control Block 

Status Return Codes :'^ 

- Request Satisfied 

2 - Schedule Table Space Exhausted 



^Parameter limit checks are not performed. All parameters are 
masked to ensure a valid value for the respective Graphic 
Controller instructions. 
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6.3.2 Delete Schedule Table Entry 

Delete will remove a schedule table block and deallocate 
the associated memory space. Note that all schedule table 
entries referencing a particular display element should be 
deleted prior to deleting the element. 

EMT Code: 52 (Hex) 

Parameter Block: 

- Standard Scheduler Control Block 

Status Return Codes: 

- Request Satisfied 
32 - Control Block Not Found 

6.3.3 Enable Schedule Table Entry 

Enable will allow the current display of a table -entry 
subject to its relative priority. The enable/disable state is 
indicated by the sign of the priority state. The- respective 
flag in the user parameter block is also updated. 

EMT Code: 53 (Hex) 

Parameter Block: 

- Standard Scheduler Control Block 

Status Return Codes : 

• Request Satisfied 
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S.3;4 Disable Schedule .Table Entry 

Disable will remove a schedule table entry from the . 
Graphic Controller execution list. This is. indicated by making 
the priority field negative . With regard to the priority 
scheme, disabled entries are effectively; non-existent , '^ 

EMT Code: S4 (Hex) 

Parameter Block: 

- Standard Scheduler Control Block ,. . 

■ Status Return Codes-: 

* Request- Satlsfied^:■:■ ■: .-■■ 



c 



I 
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6.3-5 Modify Schedule Table Entry 

The Modify service will allow for efficient update 
of selected schedule entry attributes. Modify attributes are 
selected by the bits of word 9 in the parameter block as 
follows : 

BIT ON IMPLIBS 

Update CRT Assignments 

1 Change Intensity 

2 Change Line Structure 

3 Change Character Size 

4 Change Character Rotate 

5 Change Blink 

6 Change X- Start 

7 Change Y-Start 

The new values for any modify requests are simply taken 
from the assigned parameter block locations. Note that changes 
to any parameters not .listed above C^^olor, priority, etc.} must 
be done via a delete/re-insert sequence . 

EMT Code: 55 (He^) 

Parameter Block: 

- Standard Scheduler Control Block 

Status Return Codes: 

- Request Satisfied 
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6.3.6 Purge Schedule Table 

The Purge entry may be used to delete all schedule 
table entries belonging- to the calling task. This, for 
example, should be done prior to task exit. 

EMT Code: 56 (Hex) 

Parameter. Block: N/A 

, Status Return Codes: 

- Request Satisfied 



6-3.7 Graphic Controller Status (7) 

The Status entry, may be used to determine the X^Y beam 
coordinates at any point in a refresh file. This service 
operates by replacing the specified location by a halt in- 
struction and then fetching the X^Y coordinates when the halt 
interrupt occurs. Thus , the X,Y position will not include 
the effects of the word at the specified display element offset.* 

EMT Code: 57 (Hex) 

Parameter Block: 

This service operates through an extension 
to the standard .scheduler control block, ..as 
-follows:** 

WORD USAGE 



10 


ReservecS 


11 


Element offset 


12 


X coordinate (returned) 


13 


y coordinate (returned) 



Status Return Codes: 

- Request satisfied 
32 - Block not active 

Status bit three will be used to indicate the service is 
busy. Users will need to monitor this bit to ascertain request 
completion- Note also that words 12 and 13 are used by the 
monitor while the status request is active. 



* The offset includes the element control words - 
** Register one should/ as always, point to word zero. 
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6,4- DISPLAY ERROR HMDLING 

The two display iiaterrupts corresponding to display halt 
and display, o-ut-of -bounds .are S:erv.iced. by . the Displ.ay. Scheduler . * 
If either of these events occur, the following procedure is 
followed: 

a. The parent schedule table , entry is ^located: by an., 
examination of the Graphic Controller Stack Pointer, 

b. The element call is "nulled: out" and appropriate 
status bits are set, in the.user's Schedule Control 
Block., 

c. . The Graphic Controller is restarted. The user task 

will need to: delete the- associated schedule table 
entry - enable, will not be effective/ 



'^ Photopen ; handling is discussed in a separate monitor section, 
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6 . 5 MONOCHROME SCHEDULER 

A second version o£ the Display Scheduler has been 
generated to provide for the monochrome display situation. 
The monochrome scheduler is similar to the color version in 
most respects. The major difference is in the area of 
scheduling priority. In the color case, a single priority 
scheme applies to all current entries, i.e., the priority 
is not independent for each color or CRT. For the 
monochrome case we have taken the list structure depicted 
in Figure 6.2-1 and used a separate list for each CRT. 
The priority value (specified in your parameter block) is 
now applied to the particular list indicated by your CRT 
specification. For the case of multiple CRTVs specified for 
one schedule entry a default list assignment must be made. 
The list assignments for each possible CRT combination are 
given by Table 6,5^1. 

Other special characteristics of the monochrome scheduler 
are .as follows . 

a) The CRT assignment byte in the caller parameter 
block is now extended to include 4 CRT^s: 



IT 


SET YIELDS 





CRT 1 


1 


CRT 2 


2 


CRT 3 


3 


CRT 4 



b) The Color byte in the caller parameter block i-s 



ignored. 
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c) . There are- no parameter limit checks (associated status 
return codes are not used) , 

d) '^Modify'' not supported for CRT as^signments byte. 



CRT BYTE (binary) 


EXECUTION LIST 
ASSIGNMENT 


0000 


1 


OOOL 


1 


00X0 


2 


0011 


1 


0100 


3 


0101 


1 


Olio 


2 


0111 


1 


1000 


4 


1001 


1 


1010 


2 


1011 


1 


1100 


-^ 
J 


1101 


1 


1110 


2 


nil 


1 



(In other words-, the.; schedule request is. assigned to 
the list of the lowest numbered CUT selectedO 



TABLE 6,5-1 EXECUTION^ LIST ASS IGNMENTS 
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GRAPHIC 7 MONITOR 
INPUT -OUTPUT SERVICES 



7.0 I/O System Structure 



7.1 User Taslc I/O "Communication 



7 . 2 I/O Monitor Services 



7.3 Standard Graphic 7 Device Handlers 
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7.0. I/O SYSTEM STRUCTURE 

Input/output pTQcessing generally represents one o£ the 
more difficult areas- of computer operating system endaavors. 
This. difficulty arises from the diversity of devices and re- 
quired .operating modes , The current system implementation 
is no different in this regard; however, the assumption of 
mostl/ dedicated applications will permit some simplifying as- 
sumptions. One of these assumptions is that the number of 
peripheral devices is relatively small, thus allowing a rather 
de-centralized approach to device handler design. /An addi* 
tional assumption is that there will generally be little de- 
vice sharing, between tasks. This assumption and the lack of 
any local mass storage releases us from any serious I/O 
queueing requirement. The Monitor I/O structure is depicted ' 
in Figure 7/0-1, 

It is likely that users will want to add specialized de- 
vices/interfaces to the existing- monitor configuration. For 
this reason we present, in. the following, a discussion of 
the basic I/O monitor functional area. As mentioned above, 
our approach has been to de-centralize the I/O requirements, 
thus leaving ..considerable freedom to the individual device 
drivers. In fact, all the central I/O section does is deter- 
mine which .handler is to receive the request and then transfer 
control to such. Within the individual handlers, we have de- 
fined some standardized procedures which will make life easier 
for application task developers. In particular, a standard 
set of entry point assignments has been defined. Also, some 
attempt has been made to be consistent with respect to status 
bit assignments and error return codes. These standards are 
listed in the next section. 

Users wishing to implement their own device handlers 
will be advised to follow the conventions which have been es- 
tablished even though the overall Monitor operation is little 
affected by your decisions. Addition of device handlers to 
the Graphic 7 Monitor is discussed in Appendix B. 



USER 
TASK 

EMT 7x 

I/O CONTROL 
BLOCK 

I/O BUFFER 



"1 



:k^ 



MONITOR 
SUPERVISOR 



" '^ \/ 



I/O 
SUPERVISOR 



^ 



L. 



\ 



-> 

>1 



CONTROL 
DATA 



DEVICE 
HANDLER 



^ 



V 



--^__, 



■f PERIPHERAL 
i DEVICE 



n 



-J 



FIGURE 7.0-1. G7 MONITOR I/O STRUCTURE 
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7.1 USER TASK I/O 

With respect to I/O from application tasks, users will 
find the facilities relatively conventional and easy to mani- 
pulate. I/O may be issued in either wait or no-wait mode with 
appropriate bits to indicate current I/O transfer status. The 
Standard I/O Control Block, discussed below, will be used to 
communicate all I/O requests to the monitor. The address of 
the parameter block should be placed in register one prior to 
the EMT instruction, the same as in other monitor calls. Spe- 
cific EMT codes are discussed in Section 7.2. 

7.1.1 Standard I/O Control Block 

Figure 7.1.1-1 outlines the I/O Control Block structure. 
The first word (word 0) is reserved for monitor usage and should 
never be utilized by the application task. Other fields in 
the I/O block are- discussed below. Keep in mind, that the speci- 
fic I/O operation desired is encoded in the EiMT instruction. 
Thus , ^f.^f jome^ op'er atio^ '^^^^'-l^o l"e "I/O. b'lockjls ' no t^ needed \ '\ \ 
although it will generally encompass a full eight words. Note 
that an I/O control block is dedicated to a particular data 
transfer as long as such transfer is in progress. 

7.1.1.1 I/O Control Block, Word 1 

Word 1 will ^contain the device specifier. This is in 
the form of a logical unit number which is used as an index 
into the I/O table in the task header. (See Section 4.3). 
The logical unit number should be an integer in the 
range one to eight. The high order byte of word 1 is not 
currently used (check individual device handler) . 

7.1.1.2 I/O Control Block, ¥ord 2 

The user buffer address should be placed in word two 
of the I/O block. Note that some devices require a buffer 
which is of fixed length or slightly larger than the expected 
transfer. 
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WORD 

1 

.2 

3 
■4 



BYTE 1 



BYTE n 



RESERVED 



UNUSED 



LOGICAL UNIT 
NUMBER 



BUFFER START ADDRESS 
TRANSFER LENGTH (Bytes). 



TRANSFER 
FLAGS ■ 



STATUS 
FLAGS 



ERROR RETURN ADDRESS 



UNUSED 



! TIME OUT 
.__J„_CSBCONDS}. 



DEVICE SPECIFIC 



FIGURE 7.1.1-1. I/O CONTROL BLOCK STRUCTURE 
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7.1/1.3 I/O Control Block, Word 5 

. The expected laumbar o£ bytes to be transferred should be 
placed in Word 3. Obviously/ the buffer address specified in 
Word 2 should point to an area of sufficient capacity to al- 
low the expected transfer. . This should normally be specified 
as a byte count even though some devices may transfer only 
words.- ■ 

7.1.1.4 I/O Control Block, Word 4 

The various status bits controlling the I/O transfer 
and completion code reside in Word 4. The low order byte is 
used for device status- returns (when requested). The high 
order byte is used to indicate the desired type of transfer 
and resultant transfer execution status. The bit assignments 
are as follows: 



Transfer Flags Device Status Flags 







On- Implies 




On Implies 


15' 




No--wait 


■ 7 




14 




Busy* 


6 




13 


j Device 


5 




12 




'' Dependent 


4 




11 


-> 


Transfer Options 


3 


Busy 


10 


^ 




2 


Attached 


9 




Completion 


1 


Allocated 


8 




Code 





On/Off line ** 



^ Used for no-wait transfers only. 

*'^: This information is not always available. 
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7.1.1.5 I/O Control Block, Word 5 

An optional error return address may be provided in Word 
5. This has meaning for wait I/O mode only. If the error 
return point is exercised^ the user may query the completion 
code to determine the specific fault. One should note that 
this optional error return applies only to the data transfer 
itself and not to possible rejection of the I/O request. 

7.1.1.6 I/O Control Block> Word 6 

An optional time out value, in seconds > may be placed 
in the low order byte of Word 6. This is considered to be a 
positive number from one to 255*. If time out is not de- 
sired, then a zero should be placed in said byte. The high 
order byte is currently unused. 

7.1.1.7 1/0 Control Block, Word 7 

Word 7 is reserved for device-specific usage • For some 
devices, it is not needed at all; others may only use it for 
certain operations. Check the individual device descriptions 
in Section 7.3 

7.1.2 Standard Status Return. Codes 

Every monitor function returns a status code to in- 
dicate the monitor^ s response to the user task's request. 
For I/O operations, this status code only indicates whether 
or not the request was accepted. Proper completion of the 
I/O transfer must be verified by examining the completion code 



The accuracy of the time interval is zero to minus one second- 
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in Word 4 of th.e:I/0 Control. Block, With regard to device 
handler design, the following standard return codes should 
be used whenever possible: 

Status Return Code (decimal) Meaning 

Request accepted. 

4 Requested function not available, 

^5 No such device, ^ , ^ 

33 Device not available or 

device busy, 

34 Device not allocated/attached 

to calling task, 

35 I/O operation completed prior 

to receipt of cancel re- 
quest. 

36 Resource Exhaustion, 

Standard I/O completion codes (contained in bits 8, 9, 10 
of Word. 4 of I/O block) are as follows: 

Completion Code Meaning _^ 



Successful I/O transfer. 

1 Buffer overflow. 

2 Transmission error. 
3 

4 I/O was cancelled. 

5 

6 Time out. 

7 
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7 . 2 MONITOR I/O SERVICES 

A group of standard monitor services has been defined 
which will correspond to entry points available in each de- 
vice handler. As with other monitor fimctions, the desired 
service is encoded in the EMT instruction as the sub-function 
number. Some handlers may. not support all of the services 
listed below due to logical or physical constraints. How- 
ever, adherence to the standard entry numbers when designing 
new device handlers will improve the overall system image. 
In addition and of more practical significance > switching be- 
tween devices via the logical unit numbers will be greatly 
simplified if all handlers use the same function codes. One 
may also note that several additional codes are available 
for use with specialized devices or for other user-specific 
requirements. 

7.2,1 Allocate Device 

' n i iH i r i ' i n ii i . ■ rur.inNh. i m i ;, i i i i i f i . i ii i i riC i M i f iiiiii .j i . . i mr 

The allocate service may be used "to assign control of a 
device to a particular user application task. This service 
is used when the user wishes to issue monitor- independent I/O. 
Any interrupts received by the monitor while the device is 
allocated are ignored. The only .way in .which the device can 
be returned to general monitor usage is to have the task issue 
a de-allocate request. 

EMT Code: 71 (Hex) 

Parameter Block: 

Standard I/O Control Block; 

only the logical unit number is relevant. 

Status Return Codes: 

- Request satisfied 

4 " Function not supported 
33 - Device not available 



7.2.2 Deallocate Devica 

The deallocate service should be used when the task has 

completed its operations. Devices should not be kept in the 

allocated state when not needed- 

EMT Code: 72 (Hex) 

Parameter Block: 

Standard I/O Control Block; 

only the logical unit number 
is relevant. 

Status Return Codes: 

* Request satisfied 

4 - Function not supported 

34 -- Device not allocated or not 

allocated to the calling task. 



7.2.3 Attach Device 

The attach service will be used when an application task 
wants to reserve a device for its exclusive use. This differs 
from allocate in that attach implies usage of standard monitor 
I/O. Attach will be used, when a task wishes to guarantee- access 
to a. device for a period of time, spanning several I/O opera- 
tions. 

EiMT Code: 73 (Hex) 

Parameter Block: 

Standard I/O Control Block; 

only the logical unit number 
is relevant. 

Status Return Codes : 

- Request satisfied 
4 - Function not supported 
33 - Device not available 
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7*2,4 Detach Device 

Detach will be issued when the application task wishes to 

relinquish control of the s\±>ject device. This malsies the device 

available for use by other tasks. 

EMT Code: 74 (Hex) 

Paramater Block: 

Standard I/O Control Block; 

only the logical unit number is 
relevant. 

Status Return Codes : 

• Request satisfied 

4 «• Function not supported 

33 - Device busy 

34 - You* re very mixed up 

7.2.5 Read Data 

The Read service will be used to transfer data from an 
external device to a program- local ^buffer. The amount of data 
transferred is determined by the transfer count in wcrd 3 of 
the I/O control block. Check the particular device handler 
description in Section 7.3 for the exact functioning of this 
servie . 

EMT Code: 75 (Hex) 

Paramter Block : 

Standard I/O Control Block 

Status Return Codes: 

- Request satisfied 
4 ~ Function not supported 
33 - Device not available 
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1.2.S Write Data 

Writs will transfer data from a user buffer area to an 
external device. There will commonly be a variety of device- 
specific charactersitics in relation to this service* 
SMT Code: 76 (Hex) 
Parameter Block: 

Standard I/O Control Block 
Status Return Codes: 

- Request satisfied 
4 - Function not supported 
33 - Device not available 

1.2.7 Control Device 

The Control service would be provided with devices which 
require setup prior to data transfer • Some devices, such as 
programmable switches, may support only the Control function, 
EMT Code: 77 (Hex) 
Parameter Block: 

Standard I/O Control Block 
Status Return Codes: 

- Request satisfied 
4 - Function not supported 
33 - Device not available 
7 . 2 •• 8. Fetch Device Status 

This service will return the current device/handler status to 
the low order byte of word 4 in the specified I/O control block. 
Standard bit assignments are given in Section 7,1.2. Other bits 
may vary between devices , 

SMT Code: 78 (Hex) 
Parameter Block: 

Standard I/O Control Block 
Status Return Codes: 
None 
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7.2.9 Cancel 1/0 

Cancel may be used to prematurely terminate an 1/0 transfer. 

EMT Code: 79 (Hex) 

Parameter Block: 

The I/O block related to the 
transfer to be cancelled. 

Status Return Codes : 

- Request satisfied 

35 - I/O has already completed 

7.2.10 I/O Purge 

The Purge entry will be used by the Graphic/7 Monitor to 
ensure that a task which is being aborted (or is doing a voluntary 
exit) does not have any outstanding I/O in process. If the 
handler is doing I/O for the subject task, it is cancelled. In 
addition f any attach or allocate conditions ;. if relevant to the 
subject task, are erased. This entry will hormally be of no 
..interest -to .user tasks. 

EMT Code: 7E (Hex) 

Parameter Block: N/A 

(RRl is assumed to "point to 
the task being aborted.. ) 

Status Return Codes: None 
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7. 2.11 File Query 

The status of a data file may be determined via the File 
Query entry point. This entry may not be supported by some 
device handers or may be supported in modified form. For the 
entry, the user buffer area has the following specific format: 

Word Contents 

File Status/File Type 

1 File Length CRecords ) *■ 

2. Record Length (Bytes) 

3-7 File Name (ASCII, terminated 
by null) 

The exac-t meaning of the above parameters is- dependent 
on the particular device- and. handler implementation. 

EMT- Code: 7F (Hex) 
Parameter Block: 

Standard I/O Control Block 
Status' Return Codes: 

- Request- satisfied 
33 - Device not available 



* For task images and display elements, the number of records 

should, be' one with the ■number of bytes' equal to the- total . 
amount -.of data.. 
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7, 3 Gr aphic/? Pevice Handlers 

Following sections outline specific capabilities of each 
device driver. Users should note particular characteristics 
of each device in regard to entry points, transfer options 
and completion codes. Entry points listed for each handler 
do not include (initialization) and 14 CI/0 Purge) since 
these must be provided for all handlers. 
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7,3.1 Alphanumeric Keyboard 

The keyboard will be used to input alphanuuneric data 
and function key requests. The entry points supported are: 

EMT Function 

71 Allocate 

72 Deallocate- 

73 Attach 

74 Detach 

75 Read 

78 Fetch status 

79 Cancel I/O 

The following' transfer options are supported with the 
Read function: • 

Sit Osage 

11 Accept only function key input 

.12 Mask out parity bit 

13 Accept only alphanumeric input 

Status bits related to the keyboard device handler 
are : 

Bit On Implies 

1 Allocated 

2 Attached 

3 Busy 

With regard to the user buffer area, the following points 
should be noted: 

a) The count of the nmnber of characters input (not 
including the carriage return) is placed in word 7 
of the user 1/0 control block* 

b) Except in cases of buffer overflow, the carriage 
return will always appear in the user buffer* 
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7.3.2 POSITION. ENTRY DEVICE (PEP] 

The PED handler will service either a trackball or 
joystick device. The handler is set up to be used .in 
conjunction with a cursor or other screen-position-relevant 
entity. Thus, the handler uses the delta x, delta y values 
returned by the device to update virtual x,y position 
coordinates. These coordinates may be given to the user 
task as binary integers or in the form of LOAD-X/MOVE*Y 
refresh instructions. Furthermore, the data may be provided 
on a ''one-time'' basis or via the notify service (discussed 
below 3. Finally, the actual PED x,y delta values may be 
supplied by choosing one of . the option bits listed below. 

The handler entry points supported .are: 

EMT FUNCTIONS. 

71 Allocate 

72 Deallocate 

75 Return current X,Y position 

76 Set current X,Y position 

77 Set X,Y to 0,0 

78 Fetch status 

7A Define notify requirement 

7B Cancel notify 
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The following transfer options are supported: 

BIT USAGE 

13 Setting this bit will cause the 

X,Y coordinates to be returned as 
LOAD-X,MOVE-Y (absolute) refresh 
instructions . 



12 This bit will be set by the handler 

whenever new x,/ values are supplied 
by the notify service. 



11 Setting this bit will cause the actual 

x,y delta values to be returned as 
received from the PED. These are 
signed integer words. This option is 
only relevant to the notify service. 



Status bits related to the PED handler are: 
BIT ON IMPLIES 

1 Allocated 

2 Notify Active 
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Several points should be n-oted in regard to the PED device/ 
handler: 

a. The notify service will return the new X,Y position 
each time new coordinates are received from the PED 
device. As with entry 5, these coordinates may be 
binary integers or refresh (load X, move Y) instructions. 
Bit 12 in the user 1/0 transfer flags will be set 
whenever new X,Y values are supplied. The. user may 
alsOj optionally, specify a subroutiiae address in word 7 
of his I/O control block. This subroutine will be 
called (JSR PCXXXX) whenever a new PED X,Y is supplied. 
The subroutine will need to be kept reasonably short. 
Furthermore, any registers used must be saved/restored 
and no monitor services may be employed. If the optional 
subroutine is not desired, then a .zero should be placed 
in word 7 of the I/O control block. 

b. The data buffer used with the PED device should be exactly 
two words in length and begin on a word boundary (X in 
first word, Y. ..in 'the -second) . 

c. All transfers related to the PED handler are satisfied 
immediately, thus, the wait/no -wait transfer flag is 
ignored. 

d. Entry points 6 | 7 assume 16 bit binary X,Y values. 

e. Time out and optional error return specifications are 
not supported. 
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£. JyteS' 0, I and. 3 " of the user I/O control blgck 
are used for PED notify linking. 

g. On calling the user specified subroutine, the following 
register situation will, exist: 

1) User relocation registers are installed. 

2) R0,R1 contain binary X,Y 

3) R2,R3 contain L0ADX,xM0VEY 

4) R4 points to user I/O control block 

5) RS points to user subroutine 

6) R6 - system stack pointer 

Again we emphasize that this state must be 
preserved across the call . 
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7.3.3 Paper Tape Reader 

The Paper Tape handler is configured for reading task images 

or other data in file format. The handler is not a general purpose 

capability. The expected file format is that employed in standard 

PDP paper tape load images. The general form is: 



header block 



data blockCs) 



start block 



The header block has format 



byte contents (octal) 

1 

1 

2 32 [block length)* 

3 

4/ 5 Start Address [typically the same as 
the program load point) 

6 1 

7 7 

10, 11 Program load point 

12, 13 Total program length (bytes) 



*In all cases, the block length includes everything except the 
checksum byte. The checksum is the negative of the accumulated 
preceding bytes in the block. 
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byte 




contents (octal} 


14, 15 




pTOgram Transfer Address 


46-31 




Unused 


32 




Checksum 


:3 have 


the 


general form: 


byte 




contents 







1 . 


1 







2, 3 




block length in] 


4, S 




load address 


6 




data bytes 



n checks-am 

The trailer block is a data block with no data bytes, the 
program transfer address as the load address and a block length 
of six. Tasks... to be loaded by the GRAPHIC 7 monitor should not 
have- a- specified transfer address C^'^gument in- the .END statement] 
since this specification is obtained from the task header. In this 
case the transfer address in the start block appears as unity, '^^ 



^*If examining: a paper tape recall that the- low .order byte ■ o:f ; . j 
a word (the '*rightl' byte) comes first on the tape^ J 
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The entry points supported by the paper tape handler are: 

EMT Function 

75 Read 

7F File Query 

All transfers are assumed to be binary data. Wait/No-Wait 
and I/O time-out are supported in the normal manner, 

I/O status returns of the paper tape handler are: 

- I/O success 

1 - Checksum error 

2 - Transmission error 

3 - Invalid file format 
6 - Time out 



NOTES 



For task loads ^ the target address is taken from the 
data block on the tape. This is necessary since the 
tape image does not typically refl^ect space allocated 
by .BLKB or .BLKW directives. For this reason, all 
task images must be linked to start at 20000 [octal). 

For data input, the user generally wants the informa- 
tion deposited at an address which he specifies in his 
I/O control block. To accomplish this, have the header 
punched with a zero in bytes 10, 11. This flag causes 
the handler to load successive data bytes into successive 
locations in the user buffer. 
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7.3,4 49 23 Cassette Handlar 

The Tektronix 4923 cassette drive is a general purpose data . 
storage device utiliiing the 3M DC-300 data, cartridge. This device 
is ASCII oriented with all data, stored as ASCII characters and 
several device control functions activated by character codes , The 
monitor cassette handler is a minimal facility allowing recording 
and fetching of task images or data files. 

All data stored on the cassette cartridge is in the form of- a 
file. Multiple, files 'may be- stored on the . same. cartridge , :The 
basic file format employed is: 

character contents 



M 

1 U 

2,3,4,5 Data load address, stored as 

four ASCII, hex digits; most 
significant' 4. bits first, 

6,7,8,9 • File length as 4 ASCII hex 

digits-, this is total data 
words 

10,11,12,13 Data Word 1 

14,15,16,17 Data Word 2 

etc , 

Files are generally terminated by a STOP character, octal 23. 
This causes the cassette to pause until receiving a STAST character, 
octal 21, from the device handler. 

Entry points supported by the cassette handler are : 

E>rr Function 

75 Read 

76 Write 

7F FilevQuery 



102 



All data retrieved from the cassette must be via a file query 
followed by a, file read^ The write entry supports the following 
options : (word 4 of the I/O block) 

Bit On Implies 

13 Data words are output as 4 ASCII 
hex digits. Otherwi-se data words 
are output directly as two bytes , 
assumed to be valid ASCII characters. 

I/O status returns for the cassette handler are: 

' I/O completed successfully 

2 - Transmission error 

3 - Invalid file format 
6 - Time out 

NOTES: 

a. The I/O count for the cassette must be an even 
number of bytes . 

b. I/O time-out and Wait/no-wait options supported 
in normal manner. Optional .error return (word 

5 of I/O block) is not implemented. 

.c. There is no checksum in the file format j however 
valid ASCII hex codes are ensured on reads. 

d. A small delay may be necessary between the reads 
of successive files. 
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GRAPHIC 7 MONITOR 

TIMING SERVICES . 



8 . ■ Timing : SerTlces- Overview 
8 . 1 Task, Suspens ion Timing. 

8.2 I/O Suspension Timing 

8.3 - Private Timers 

8v4 Monitor Timing Services 
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8.0 TIMING SERVICES OVERVIEW 

The maintenance of current real time is always 
an important, though usually transparent ^ feature of com- 
puter operating systems. Current time is useful in many 
applications for providing a reference frame for various 
ongoing activities. Also, the clock is used to measure 
timed intervals for application task functions. On the 
Graphic 7, the fundamental clock pulse originates from the 
60 cycle power source and thus the timing precision is to 
the nearest 1/60 second. The interrupt handler for the 
basic clock pulse will be contained within the Timing Ser- 
vices module. This handler will update the current stored 
time -of -day and adjust any timers currently outstanding. 
There are three distinct types of timers as discussed 
^in the following sections.. 
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8.1 TASK SUSPENSION TIMSRS 

User tasks may request timed suspension for periods 
up to S3 minutes * These requests , submitted: to the Task : 
Management section, will be specified, in. 1/10 second, units . * 
The Timing Services section will maintain a linked list of 
all tasks currently under timed suspension- On each 1/10 
second boundary, the suspens ion list is scanned and all asso- 
ciated counters decremented. When' a counter reaches zero , 
the respective task is remored from the timer control list 
and again made available for execution. Timing services re- 
lated, to task suspension are normally employed only by other 
monitor functions . 



*The accuracy of these timers is plus zero to minus one 
1/10 second. 
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8.2 I/O SUSPENSION TIMING 

The problem of an un-responsive external device is ■ - 
typically handled by allowing a certain maximum time interval 
for an I/O transfer* Timers used for this problem are updated, 
on a one second basis, by the timer interrupt handler/* All 
I/O timers are maintained on a linked list, with individual 
nodes within the various device handlers. It should be noted 
that such timers are assumed to be within the direct address 
space of the monitor. 



^The accuracy of these timers is plus zero to minus one second. 



107 



. J 



PRIYATB TIMERS 



It is sometimes necessary for an application -task 
to perform a function on: a timed interYalbasis> This capability : 
is provided- by defining a private; timer which is; updated on a 
1/10 second interval.* 

Such private timers are maintained on a linked list 
within the: user task, space. Another list is then used to link 
all tasks which currently have outstanding. private timers. 

As an option with the private timer service, users 
may specify a subroutine which will be executed on timer expiration* 
ThiS: subroutine will be executed as an extension of the clock 
interrupt handler. Several restrictions must be- placed on such 
a routine as a result of the execution: context', Thus , such a 
subroutine must be kept: very short; Cless' than 100 usee execution 
time) , cannot reference, any monitor services,; and will save/ restore 
any registers: used. Obviously, excessive use of this service could 
potentially degrade system performance. . 

Private, timers are re-'Settable within the opti user 
subroutine. Thus", if the- user places a non-^ero value-in the timer; 
entry before returning to the clock handler, then the timer is not 
deleted. ' This mechanism can be used to: ensure that a- particular 
event occurs: at a fixed repetition rate . V 



^ The accuracy of these timers is plus zero, to minus one 1/10 second . 
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8.4 MONITOR TIMING SERVICES 

Tining services subfunctions are discussed in the 
following sections. 

8.4.1 Set Date/Time 

This service may be used to initialize the current 
date and time. The Operator Communications module will use 
this entry when processing the related operator command. 

EMT Code: 81 (Hex) 

Parameter Block: 

Word Contents 

Hours /Minutes (binary) 

1 Seconds / -Month (binary) 

2 Day/Year (binary) 

Status R^eturn Codes: 

- Request satisfied 

(The validity of the .supplied values 
is not checked) . 

8.4.2 Fetch Date /Time 

The Fetch service will return the current date and 
time to the caller parameter block. 

EMT Code: 8 2 (Hex) 

Parameter Block: 

Word Contents 

Hours/Minutes (binary, returned) 

1 Seconds/Month 

2 Day/Year 
Status Return Codes: 

Request satisfied 
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8 . 4 ♦ 3 Define Task Suspansion Timer : 

This service is used by the Task Management module 
to set up for timed task suspension- The words at T$TrM and 
T$TIM-^2 within the task header are used to maintain the task 
suspension timer. 

EMT Coda: 83 (Hex) 
Parameter Block: N/A 
Status Return Codes: None 

8,4.4 Cancel Task Suspension Timer 

Cancel will be used by Task Management when a 
''Continue^^ request is received for a task which is currently 
in timed suspension. 

EMT Code: 84 (Hex) 
Parameter Block: N/A 
Status Return Codes: None 



no 



8*4.5 Define I/O Timer 

This entry will be used by device handlers when the 
user task specifies a time-out value in his I/O control block. 
The' parameter block is assumed to reside in direct address 
memory space. The second word in the parameter block should 
point to the handler entry point which will be called on 
timer expiration. The call^ at priority Beven, will be of the 
form JSR PC,xxxx. The handler ^s Resume entry shall not 
destroy registers 4 and 5. 

ElvIT Code: 8 5 (Hex) 

Parameter Block: 

Word Contents 

Reserved (used for linking) 

1 Resume Entry Address 

2 Time-out Value (seconds) 

Status Return Codes: 

^ Request satisfied 

8.4.6 Cancel I/O Timer 

Cancel should be used by I/O handlers when an I/O 
operation is completed prior to expiration of the time-out 
value. 

EMT Code: 8 6 (Hex) 

Parameter Block: 

- Same as used for EMT 85 

Status Return Codes : 

= Request satisfied 



8.4.7 



Define Private Timer 



User tasks may set up a timed interval via this Timing , 
Service entry. The time interval value should be a positive 
binary number in 1/10 second units. The second parameter is 
an optional user subroutine address which is called when the 
timer expires. This subroutine may not reference any monitor- 
services and must save/restore any registers used. Total 
execution time of this optional subroutine should be held to 
100 usee. If the subroutine call is not desired, then a zero 
should appear in the second parameter. Mote that the timer 
value is. destroyed; however, it may be reset within the optional 
user subroutine. 

EMT Code : 8 7 (Hex) 



Parameter Block: 
Word 



Contents 



Status Return Codes 



Reserved (Linking) 

Optional Subroutine Address* 

Timer Value (1/10 seconds) 



= Request satisfied 



/*The call is of the form : JSR PC ,xxxx . 



i 
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8.4.8 Cancel Private Timer 

I£ a private timer is no longer required, then it 
should be deleted with this service. The specified parameter 
block should be exactly the same as that used in the definition 
call to EMT 87. 

EMT Code: 88 (Hex) 

Parameter Block: 

- Same as used for EMT 87 

Status Return Codes 

= Request satisfied 
32 - No such timer £o.und 

8 • 4 » 9 Purge Task Timers 

The purge service will be used by Task Management 
to ensure that all private timers are eliminated on task exit. 
A user task could use this entry to remove all currently de- 
fined private timers. 

EMT Code: . 8 9 (Hex) 

Parameter Block: N/A 

Status Return Codes : None 
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GRAPHIC 7 MONITOR 
DATA TRANSFER SERVI CIS 

9.0 Data Transfer Introduction 

9.1 Data Transfer Control Block 

9.2 Entry Points 
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9.0 DATA TRANSFER INTRODUCTION 

The efficient manipulation of data within the real t: 
system is, naturally, a prime objective of the Graphic 7 
monitor. Within the context of the monitor there exists 
three fundamental mechanisms for the transmission of int 
task data. (Input/output functions are used to transmit 
accept data to/from an external medium) . The simplest f 
of inter-task data exchange is based on the task status 
contained in the task header. These status bits and ass 
ciated manipulative services are discussed in the Task M. 
ment area. Generally, the status bits will prove satisf. 
for those situations which require the notification of c 
states or operating conditions. The second form of inte 
task data exchange may be set up on the basis of a globa 
mon data area. Such areas are valuable when several tas 
must have frequent access to the same information. An e 
would be the. system data base which typie'ally contains t 
various parameters and data defining the current operat: 
situation. The third form of inter-task data communicat 
is the subject of the monitor service described in the i 
lowing. 

The Data Transfer Services will allow for the trans" 
of variable length data blocks between task memory areai 
Specification of the desired transfer is done via a star 
format parameter block, similar to an I/O control block. 
In order for a transfer to take place, there must be a r. 
ing sender/receiver pair. For the receive entry, the us 
may indicate a specific sender task or allow for acceptc 
from ''any sender'\ Senders must specify a particular re 
task (i.e., no ^^broadcasf' mode is supported). If no me 
ing transfer is pending, the user may elect to have his 
quest queued or stacked. Separate send and receive quev 
are maintained: queue ing results in attachment of the r 
to the end of the list; stacking results in attachment t 
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beginning o£ the list. In addition, users may, as in I/O 
operations, specify wait or no-wait transfer mode. If wait 
mode (the default) is used, then the requesting task is sus- 1 
pended until the transfer is completed. 

The actual data transfer is performed, byte-by-byte, 
from the sender task area to the receiver task area. The 
receiver buffer must be large enough to accommodate the 
sending task^s requirement- Insufficient buffer space re- 
sults in setting status bit zero in the sender if the re- 
ceiver request was already pending. Conversely, if the 
send request was already pending, then the error status is 
returned to the receiver on inadequate receiver buffer 
length. An error code will also be returned if neither 
queueing nor stacking is specified and no matching trans- 
fer is pending. Potential data receivers may query the send 
queue to determine if any outstanding transfers are pending. 
The sender task ID- and transfer length are returned. The 
standard Data Transfer parameter block is discussed in the 
following section. 



I 
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9.1 DATA TRANSFER CONTROL BLOCK 

All requests for inter- task data transfer will be accom- 
panied by a pointer (in register .one) to a standard parameter 
block as shown in Figure 9.1-1. Users will note the similarity 
of this structure and the I/O control block discussed in 
Section 7.1. In particular, note that tiie transfer may be 
performed in either wait or no-wait mode. In no-wait mode, 
users will need to be careful to ensure that the transfer 
has been completed before disturbing the control block or 
the data buffer. 

Let us briefly review the individual words in the con- 
trol block. Word and byte 1 of word 1 are used for send/ 
receive queueing and are of no concern to the application 
programmer. Byte of word .1 should contain the destination 
task ID for send or the source task ID on receive. Addi- 
tionally, the user may -set this byte to .zero for receives to 
indicate that any sender is acceptable. In this case, the 
monitor will place the sending task ID into this byte when 
a transfer occurs. Word 2. should contain the data buffer 
address. The transfer count, as a number of bytes, will 
appear in word three. Obviously, the maximum transfer length 
is effectively determined by the maximum task extent,* The 
Flags/Status bits are outlined" in Figure 9.1-1. Clearly 
the Queue/Stack bits are mutually exclusive. The count of 
the number of bytes actually moved is placed in word 5. 
This word is only required for receivers. 



*The Data Transfer mechanism does not detect departure 
from the task space. Such errors will generally be 
fatal. 
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9.2 DATA THANSFER ENTRY POINTS 

The various services provided under the heading o£ 
Data Transfer are discussed in the following sections. As 
with all monitor functions, the address of the applicable 
parameter block should be placed in register one prior to 
the EMT. With regard to these services, users should care- 
fully note the difference between the monitor call status 
return and the completion codes returned in the status byte 
of the parameter block. These considerations are identical 
to the related I/O control functions in that the monitor 
request status [i^ byte T$MRST of the task header) only 
indicates acceptance of the request and does not imply sue- 
cessful data transfer. 
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9.2-1 Receive Query 

The Receiver Query entry may be used; by a prospective 
receiver task to determine if any outstanding send requests 
exist. Tlie task ID (byte of word 1) may specify a. parti- 
cular sending task. or may be zero to indicate that any 
sender is acceptable, • Discovered sender task ID is placed 
in this byte, ^v Sender transfer length is- placed in word S , 

EMT Code: 9 4 (Hex) 

Parameter Block: 

Standard Data Transfer control block. 
(Words 2 § 3 are ignored} . 

Status Return Codes : 

- Request Satisfied 



ii 



Note carefully that, if said byte was given as zero, then 
this action results in somewhat destructive modification 
of your parameter block. 



9.2*2 Receive Data 

Receive will be used to accept data. from another appli- 
cation task. If no send is pending, then the user may have 
his request placed, on the receive queue. The no-wait bit 
may then be used to have control returned to the calling task. 
The count of the number of bytes transferred is placed in 
word S. Sender task ID is placed in byte of word 1. 

EMT Code: 95 (Hex] 

Parameter Block: 

Standard Data Transfer control block. 

Status Return Codes: 

- Request Satisfied. 



^ If neither queueing nor stacking is requested the 
wait/no-wait specification is ineffectual. 
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9.2.3 Send Data 

Transfer of data from the calling task to a receiving 
task may be accomplished by the Send Data entry. The sending 
task mus t specify a target receiver task ID. If no receive 
is pending, then attachment of this request to the send queue 
may be specified. Again, wait or no-wait mode may be em- 
ployed. 

EMT Code: 96 (Hex) 

Parameter Block: 

Standard Data Transfer control block- 
Status Return Codes: 

- Request satisfied 
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9.2:4 Cancel Receive 

Cancel may* be used to : terminate a peading receive request 



belonging to the calling task. 



EMT Code: 97 (Hex) 

Parameter Block: 

The receive to be cancelled- 

Stafus Return Codes : 

• Request satisfied 
32 -No such request in existence 



9v2vS Cancel. Send 

The Cancel Send entry may be used to remove a, pending. 
send, request which was previously defined by the calling task. 

EMT Code: 98 (Hex) 

.Parameter Block.: 

The send to he cancelled- 

Status Return Codes :: 

- Request satisfied: 
32 - No such request in existence. 
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9.2.6 Purge Receive Requests 

All Receive requests belonging to the calling task are 
removed from the Receive queue. 

EMT Code: 99 (Hex) 

Parameter Block: None 

Status Return Codes: 

• Request Satisfied 



.9.2.7 Purge Send Requests 

All Send requests belonging to the calling task are 
removed from the Send queue. 

EMT Code: 9A (Hex) 

2aram.eter Block: None 

Status Return Codes: 

• Request Satisfied 
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9.2.3 Purge Requests 

All Send § Receive requests belonging to the calling 
task are removed from the respective queues . This entry 
is exercised by Task Management on task exit or abort. ^ 

EMT CODE: 9E (Hex) 
Parameter Block: None 
Status Return Codes: 

- Request Satisfied : 
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GRAPHIC 7 MONITOR 
MONITOR SERVICES 



10.0 MONITOR SERVICES INTRODUCTION 

10.1 QUERY BUFFER ALLOCATION 

10.2 ALPHANUMERIC DECODE SERVICE 

10.3 DISPLAY DATA SUPPORT 
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10.0 MONITOR SERVICES INTRODUCTION 

The Monitor Services consist of a set of generally useful 
facilities which may be employed from user tasks. The exact 
content of this monitor functional area will depend on the 
particular application requirements and availability of monitor 
memory space. The various sub-functions within Monitor Services 
are easily accessed via the standard EMT calling sequence in 
combination with the appropriate parameter block. 

10.1 Query Buffer Allocation 

There arise circumstances in which the availability of direct- 
address -space memory is .highly desireable. One such instance is 
the need for a buffer area for issuing a query/response sequence 
via the display. Direct address space is necessary here since 
such area must be accessible by all of the graphic controller, 
the user task and the keyboard device handler. The Query Buffer 
Allocation service is intended to satisfy this need by providing 
for the allocation :, within the monitor memory varea, of 1,28 byte 
working, areas . These areas will typically be used with the Query/ 
Response service discussed in Appendix G, however, other uses are 
possible. Users should be -careful to release these buffers when 
they are no longer required. The following monitor call is used 
for both allocate and deallocate of a Query Buffer.* 

EMT Code: 11 (Hex) 

Parameter Block: 

Word Contents 

If zero then the buffer starting address is 
returned. If non-zero, then deallocation of 
the associated buffer is assumed. On deallo- 
cation, this word is zeroed prior to return. 

Status Return Codes: 

- Request satisfied 
32 - No buffers available 



*Users may also want to note that small direct-access working areas 
may be provided via the schedule table space in memory block zero. 
Allocation/deallocation of this space, in fixed 12-word units, may be 
accomplished via Memory Management entry points 5 and 6. As with the 
Query buff ers , users should be careful to deallocate this space when 
no longer needed. 
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10.2 Alphanumeric Decode- Service 

The conversion o£ text inputs to numeric values is a common 
requirement for problems involving operato-r interaction. The 
Decode service will provide for variable length conversions of octal, 
decimal and hexadecimal quantities. Specifications to this service 
consist of: 

a, * Argument count 

b. .Format string address 

c. Source .string: address 

d. Hrror, return address 
.'ev E0F return^ addres.s/. 

£• Variable addresses ,, 

The. format string, is of the form: 

■ item^item, .:..v,:item/-null: ,■;.■■■.: ■ 

where '^item'' is one of:: OT,B'i:i?iAS^^ 

s iiould^ be/ t ^ w^tlTl^''" z erb'^'^by^ ""^' ^ — — ^. .^..^.^^ 

. The source, string: shouid be staiidard' ASCII character?^ with the 
high, order (pari ty) bit, zero • If the first source string, character 
is a carriage .return^ then, the E0F return address^l If 
invalid characters, are encountered:, the^ error ^ return address is 
employed. 

The numeric variables may be either: single or double words . 
If ^ double word qualtity,. then preceed' the respective format item 
with the letter ''D''. 

AlpKanumeric (A?) strings will be terminated with a null 
(zero) byte. 
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A count of the number o£ characters processed in the source 
string is returned in byte 1 (i.e., the second byte) of the 
parameter block. 

The total number of arguments should appear as the first byte 
of the parameter block. 

EMT Code: 12 {Hex) 
Parameter Block: 

Word Contents 

No. of arguments 

1 Format address 

2 Source.. string address 

3 Error return address 

4 E0F return address 
5 

Vlariable arguments 



n 

Status Return Codes: 

- Request satisfied 
32 - Invalid format syntax or format/ argument 
list mis -match 

As an example of the Decode service, the following code may 
be used to extract the first argument in string INPUT. 

INPUT: .ASCII 712,5/ 

F0RMAT: .ASCIZ /I?/ 

DBLI : . W0RD 5 , F0RKAT , INPUT , ERR0R , E0F , ARGl 

ARGl: .W0Rr) 

M0V #DELK,R1 
G7CALL 1,2 

(ARGl should equal 12,^on return.) 

Note that the input string fields should be. separated 
by commas and/or blanks and (typically) terminated 
by a carriage return. 
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10-3 D I SPLAT DATA SUP?ORT\ 

Display Data Support allows for convarsion of display; 
elements from standard format to refresh, format. This facility, 
accessed as a standard monitor service ,, is : discussed in ^ 
Appendix E* ■ 
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GRAPHIC 7 MONITOR 
PHOtOPEN SERVICES 



11.1 Standard Photopen Control Block 

11.2 Photopen Monitor Services 
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11.0 Photopen Services Introductioii- I 
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11.0 PHOTOPEN SERVICES INTRODUCTION 

The Graphic 7 PHOTOPEN may be used for list selection, 
display element editing and task control functions. One or 
two PHOTOPENS may be connected to the basic Graphic 7 mainframe. 
The Monitor PHOTOPEN Services will make this hardware resource 
available to user tasks for the various above mentioned usages, 
PHOTOPEN requests will bear a close relationship to schedule 
table entries as depicted in Figure 11.0-1. 

To employ the PHOTOPEN, the user task must first have 
specified PHOTOPEN sensitivity in his schedule table control 
block (see Section 6.1). After scheduling, the PHOTOPEN 
request is made known via the ^'Define'' service discussed below. 
This request may be. issued in either wait or no-wait mode, 
similar to an I/O function. If issued in wait mode, then the 
relevant task status bit is set and task execution is suspended 
until the PHOTOPEN strike is received. In no-wait mode , the 
user will need to monitor the request status bits to ascertain 
request completion. 

The functioning of the PHOTOPEN interrupt handler is as 
follows: On receiving the interrupt, the handler will search for 
the related schedule table entry by examining the Graphic 
Controller stack. The associated user Schedule Table Control 
Block is located via a scan of the task list and then a search 
of the parent task's Schedule Table Control Block list. A search 
is then made of the currently outstanding PHOTOPEN requests 
belonging to the subject task. If an associated PHOTQPEN control 
block is not found, then the interrupt is ignored. Assuming 
a control block does exist, the appropriate status bits will be 
set (corresponding to the CRT^s activated) and the element 
offset is computed and placed in the user's PHOTOPEN control 
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Figiire 11. 0-1 Display Control Block Associations 
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block. The Graphic Controller is then restarted. If the user 
has selected wait mode PHOTOPEN operation, then his task is 
again made eligible for CPU time. 

The standard parameter block used with all PHOTOPEN 
monitor requests is outlined in the following section. 
Prospective users should carefully note the definitions of 
the various fields and operation of the PHOTOPEN related 
monitor functions. 
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11.1 STMDARD PHOTOPEN CONTROL BLOCK 



*E.G. - includes the control words 
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All parameter blocks used with the PHOTOPEN services will , 
assume the^ format shown in Figure 11.1- I. The first wcrd is 
used for linkiiag of outstanding PHOTOPEN control blocks. The 
second word should contain a. pointer to the relevant schedule I 
entry control block, CThe PHOTOPEN routines assume- the 
subject display has been scheduled. Note also that Display 
Scheduler functions have no deliberate effect on possibly 
related PHOTOPEN requests . ) Word two of the PHOTOPEN control 
block contains flags and status conditions as outlined in 
Figure 11.1-1> Note- in particular, the high order bit (15) 
which should be set to enable no -wait mode. The following 
difference between wait and no-wait mode must be remembered: 
In wait mode the user request (i.e. the PHOTOPEN control block) 
is automatically deleted, from his list on receiving the v 
PHOTOPEN- input. In no-wait mode, the user is responsible for . , ^ 
deleting the- request via. the- PHOTOPEN delete service v J 



I 
i 

I 



I 



The actual PHOTOPEN input information consists of the 
offset (bytes) within the subject display element. This offset, 
which is with respect to the start address stored in the \ 

second word of the element control block'^, is placed in word I 

three of the PHOTOPEN control block. The offset will be odd 
if bit 5 of the Graphic Controller sense register was set. 
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Figure 11.1-1 Standard PHOTOPEN Control Block 
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11,2 PHOTOPEN MONITOR SERVICES 

The various PHOTOPEN functions are accessed via the entry 
points discussed below,. As customary for Monitor functions , 
the addtess^ of the applicable parameter block should be placed 
in register one prior to the EMT, , 

Xlv2,l Define PHOTOPEN Request 

The Define function will serve to place a' PHOTOPEN request 
block on the user' s PHOTOPEN request list.. If wait mode (the 
default 3 is used, the request block will be deleted when the 
request is satis-fledv^. W^ the strike occurs., the Display . 
Element. offset, is placed in word three of the parameter block. 

EMT Code: 61. (Hex) - :^ 

Parameter Block: 

Standard PHOTOPEN Request Block 

■ Status- Return . Codes :*'■: •; 
-; Request satisfied 



*As. in I/O, operations , the Status Return Code only indicates ■ 
acceptance or rejection of the monitor request ; availability of 
the relevant data is not; implied^ 
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11.2.2 Delete PHOTOPEN Request 

An outstanding PHOTOPEN request may be cancelled via the 
Delete entry. This entry (or the following Purge entry) will 
need to be used for elimination of no-wait requests. 

EMT Code: 62 (Hex) 

Parameter Block: 

Standard PHOTOPEN Control Block 

Status Return Codes: 

- Request Satisfied 
32 - No such request found 

11.2.3 Purge PHOTOPEN Request 

The Purge serYice may be used to erase all outstanding 
PHOTOPEN requests . * 

EMT Code: 63 (Hex) 

Parameter Block: N/A 

Status Return Codes: 

- Request satisfied 



*The absence of any such request is not considered an error, 
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APPENDIX A 



GRAPHIC 7 MEMORY MANAGEJCENT: 



A.l THE ADDRESSING PROBLEM 

Being a, 16 bit macfiine, the basic Graphic 7 has a direct 
addressing capability of 32K words. The evasion o£ this limi- 
tation has proved to Be a major objective of similar machines 
and is currently the aim of the Graphic 7 Memory Management 
option. This hardware will allow users to address up to 128K 
words, or, effectively, an 18 bit address space. In as much 
as the basic word size (16 bits) has not changed, a function 
must exist for mapping a 16 Bit address into an 18 bit realm, 
Obviously, the two extra. Bits must be supplied somewhere between 
the operand address and an actual memory reference. In the case 
at hand, processor re-design was ruled out, th.us leaving the 
mapping function to the memory itself. 

In addition to providing access to a greater volume of 
memory, mapping functions are also sometimes used to solve the 
problem of code relocation. In this role, th.e relocation ''value'' 
not only provides the additional addressing b^its but also yields 
an address base, Th.is results in all program-local addresses 
being just an offset with respect to the base value. Finally, 
the combination of address relocation and extension is sometimes 
central to the system protect mechanism, 

A, 2 , GRAPHIC 7 MEMORY MANAGEMENT 

Memory expansion will be- accomplished on the Graphic -7 
by supplying relocation registers within the memory logic. Firsts 
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the 12 8K (yoTd} maximum address space \n:ll Se supplied as two 
64K madules wliicL are identical. EacH module >fill contaiii 
three relocation registers which can Be addressed as regular 
device registers. In order to understand the usage of the 
relocation function, we consider a sample 16 Fit address. 

Figure A. 2-1 depicts the 16 bit address as presented 
to the memory management logic. The three high order Bits 
[labeled ^^Key field^') will indicate, as shown, whether or 
not relocation is to be used and which register will Be 
applied. The relocation registers are five bits long, with 
the final physical address determined as indicated in 
Figure A.2-2. It is important to note that the offset portion 
of the address remains the same in the final physical address. 
The result is that the mapping function can point to any 
particular 4K C^ord} block with user access to the entire block. 

In summary, the 32K Chords), 16-bit address space has 
been divided into 8., 4K blocks. Three of the Blocks can be 
mapped into any of the 32, 4K blocks in a 128K word, 18 Bit 
memory space. The four blocks of 0«'4K, 16-20K, 20-24K and 
24-28K will continue to reference respective physical memory 
areas. Finally, the device register addresses continue to occupy 
the highest 4K block. 

A. 3 OPERATING SYSTEM DUPLICATIONS 

The performance of the relocation function is usually 
left to the operating system. This involves inserting the relevant 
values into the relocation registers prior to giving control to 
the user task. User tasks generally do not concern themselves' 
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FIGURE A. 2-2 PHYSICAL ADDRESS CONSTRUCTION 



with the relocation problem thus allowing independence from 
actual physical load-point considerations. The proposed 
Graphic 7 operating system will satisfy this requirement by 
storing the user relocation values in the task header. 

Several aspects of the particular Graphic 7, memory 
management facility result in operating system constraints . 
One such restriction is the 12K task size limit, based on 
the existence of only three relocation registers. Also, due 
to the rather coarse discrimination of the relocation values, 
the allocation of core will tend to be somewhat inefficient. 
These limitations can probably be accepted for most applications 

Once in execution a. tas-k will generally be ignorant of 
its actual physical memory location. However, the monitor must 
be able to access. the task areas as well as itself. For this 
reason the monitor will need to execute in direct address space, 
leaving the relocation registers free for references to user 
program space. * This requirement is reflected in our decision 
to place the monitor in the direct address area of. Id-ZSK,'** 
Most monitor functional, areas may thus assume that the calling 
task's relocation registers are currently installed. 

Recording of task relative addresses either by the monitor 
or by other user tasks is generally accomplished by saving the 
16 bit task- relative address and the task RRl value. The RRI 
value provides a pointer to the task header, hence access to the 
task^s relocation registers. Thus, saving the RRl value yields , 
in effect, addressing to the entire task image. 



* There are implications with respect to interrupt vectors also, 
^'^ The problem of collision with dedicated ROM space in this area 
is yet to be addressed. 
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As an example of address manipulation within the memory 
mapping mechanism we present the code necessary to provide 
access to a display element. The display element address re- 
turned by the monitor is a 16 bit physical memory address. For 
the user task to gain access to the element storage area it is 
necessary to construct a relocation register value and a modified 
16 bit address which will be mapped through the relocation register, 
The following code assumes the display element address has been 
loaded into general register one and relocation register three is 
not needed for task execution. 



Load Element Addr. Into Rl 



CLR 


RO 


ASHC 


#3,R0 


MOV 


R0,S#RR3 


BEQ 


. + 6 


MOV 


#6,R0 


ASHC 


#-3,R0 



; Isolate 4K Block Number 
;Set Relocation Value 

J Force Mapping Through R.5 

; Create Revised Address ...in Rl 
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GRAPHIC CONTROLLER MEMORY ACCESS 



The Graphic Controller has an 18 bit address capability_, 
however, only the low order 16 bits are ''active.'' Effectively 
this amounts to dividing a 12 8K (word) memory into 4 , 32K blocks 
which, during a continuous refresh cycle, the Graphic Controller 
is restriced to one. This mechanism realistically prohibits 
users from having refresh code within their task areas. 
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APPENDIX B 
SYSTEM GENERATION 



B,0 Introductioa 

B.l Memory Configuration Adjustmeiit 

B, 2 Monitor Function Selection 

B.,3 Device Handler Selection 

B, 4 Monitor Services 

B; S Miscellaneous Considerations 

B, 5 , Summary 
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B,0 SYSTEM GENERATION - INTRODUCTION 

System generation includes these- activities necessary 
to tailor the monitor to a particular user application. 
This involves the specification o£ a memory configuration 
and inclusion of the required monitor functional areas. 
For the case of the I/O function, the user will also specify 
the device handlers required by the expected peripheral/ 
interface population. 

The following discussion assumes the user has available 
a cross assembler/taskbuilder .to be applied once the necessary 
source file modifications have been made. 



145 



B.l MEMORY CONFIGUKATION adjustment: 

The basic memory alloGation is discussed in Section 
3,1. The user has some latitude in the actual assignments 
made to the various basic memory areas . All q£ the param- 
eters effecting memory allocation are within task MMGMT.MAC. 
Users should review the normal parameter values and make, 
adjustments as necessary. MMGMT should be re •assembled: 
following, adjustment of the- allocation, parameters . The 
adjustable points are: 

B.l.l Refresh. Space Allocation. 

The normal allocation for refresh space is 4K blocks 
1, 2- and 3. This is ■ indicated by parameter REFBGN and by 
the pre-setting of appropriate BMASK bits (to indicate these . 
blocks are .not available: for task space allocation) .The 
user may, depending on the particular application requirements , 
restrict -the: refresh space to only block 1 or blocks 1 and 2, 
(Refresh space must be adj:acent to schedule table, block zero.) 
Any change to the refresh allocation is easily accomplished 
by adjusting, parameter REFBGN and clearing respective BMASK 
bits . 

B.l, 2 Monitor Space Allocation 

The monitor. image is assembled to begin at octal IQQOOO 
and occupy 4K: blocks : 4 and, S. The scaling services;, if used, 
occupy block 6* These blocks are reserved by the setting : 
of the respective BMASK bits .If the scaling services are 
not required or the monitor image needs only one 4K block, . 
then the appropriate 4K block bits in BMASK should be reset 
(thus making these blocks available for task space allocation) . 
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A word concerning the monitor stack* The stack area 
used by the monitor routines is normally located at the top 
of 4K block 5* The initial stack value is specified by 
parameter SySR6 in module MNTRSP.MAC. Obviously this value 
must be adjusted if you restrict the monitor to block 4. 
Also, the stack pointer initial value may be adjusted to 
allow for a (small ^ typically) global common area within 
the direct address space of blocks 4 § 5. Such an area, 
assuming the overall monitor memory requirement permits , 
can be particularly convenient in light of its direct-address 
nature and consequent ease of access by all user tasks. 
(This is independent of the global common discussed below.) 

B.1.5 Global Common Allocation 

During system generation the user may reserve up to 
4 4K blocks as global common space. This is accomplished 
by placing the block numbers .in array GBLGOM and then adjust- 
ing the respective BMASK bits (see also section 3.S). 

B « 1 . 4 Task Space Allocation 

Any 4K blocks not ^consumed by the above requirements 
may be employed by user tasks. For this purpose, all 4K 
blocks are identical and are assigned on an as -needed basis 
by the appropriate MMGMT entry points. 

The maximum memory size is indicated by parameter 
MAXBLK which is typically set to either 16 (64K memory) or 
32 (128K memory). The initial state of all 4K blocks 
(allocated or unallocated) is indicated by BMASK. 
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3.2 MONITOR FUNCTION SELECTION : 

Inclusion of -phe basic monitor functions is generally 
dependent on the user configuration and available monitor 
memory space. Some of tJie functional areas are rather basic 
to the overall monitor structure and must be included 
(memory management, task management, etc.}. 

Other functions may be included at the option of the 
user. Thos^ which are easily excluded are photopen services 
and data transfer services. Display management involves Display 
Element iManagement and the Display Scheduler. These two 
elements generally need to be included or excluded together. 
In summary, the system generation activity should include a 
review of each functional area, with a decision to either 
include or exclude each from the final system image. 

These decisions result in modifications to the function 
access table, FUNTBL , in the supervisor module, MNTRSP . 
Appropriate, adjustments to the- GLOBAL declarations in MNTRSP 
will also need to be made so that the selected modules are 
included at task build time.* 

B,2.1 Display Scheduler Selection 

Two versions of the Display Scheduler are available; 
one for color (SCHDLR) and one for monochrome (MSCHDL) . 
Users should include the one appropriate to their situation. 
This may be done during system task build. 



'^Note that entries in FUNTBL are position dependent 
Unused entries may be employed by individual users 
for specialised monitor functions. 
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B.3 DEVICE HANDLER SELECTION 

The monitor I/O functional area consists of an I/O 
supervisor, inodule lOSPVR, and a variable number of device 
handlers. Access to a particular device handler^ by a 
user taskj is on the basis of a "physical''* device number 
contained in one of the eight entries of the user task 
header. This physical device number is simply used to index 
the table of device driver addresses, DEVADR, contained in 
the supervisor module, MNTRSP . Table DEVADR should be 
adjusted by the user, at system generation time, to reflect 
the actual device drivers required* Each entry will also 
have a companion GLOBAL declaration. Parameter NUMDEV should 
reflect the number of device handlers in the final system 
image. Entries in DEVADR have positional significance in 
that user tasks expect a particular device to be associated 
with a unique positive integer which is used ao index into 
the table. 



*We use the term physical in order to distinguish 
this quantity from the ''logical^' device number 
contained in the user I/O control blocks* 
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B.4 MONITOR SERVICES SELECTION 

The monitor functional area known as "Monitor Services" 
contains a variety of sub-modules which are of general interest 
to many user application tasks- The system generator should 
review the staBdard entries in this' area and dispose of those 
which are not required by this application. In addition, 
users may add specialised services to this section as required 
by particular situations.'^ Addition/Deletion of specific' 
services eni;ails ^the following adjustments,:'^'*- 

a) adjust table SRVTBL in module MTRSRV 

b) adjust GLOBAL- declarations in MTRSRV 

c) adjust the initialization entry: (sero) 
of MTRSRV- to reflect- any initialization 
requirements^ of the: added/dropped 
services . 



*Users will frequently face decisions regarding 
inclusion of certain functions as monitor 
services or as user-task-resident subroutines. 
There are no generally applicable rules here, 
however, inclusion of new monitor services should 
take into account the overhead inherent in the 
monitor call and expanded monitor memory requirements. 

'^'^In addition to adding sub -functions within the Monitor 
Services section,, users may also add new monitor 
functional areas. This is easily accomplished by 
adjustments to table FUNTBL in the supervisor module, 
NfNTRSP . It is advisable to review the EMT servicing 
section of MNTRSP before proceeding with a functional 
area addition. 
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B . 5 MISCELLANEOUS CONSIDERATIONS 

B-5.1 Initial Task Load 

The standard monitor structure is set up to do a 
task load as the last action of system initialization. The 
usual task is OPCOM (task 01), from the paper tape reader. 
The task and/or device may be changed by modifying the 
LDTSK block in the supervisor module, MNTRSP . 

B.5.2 Execution Status Monitor 

The standard monitor displays a system identification 
message at the top of the screen. This line contains an 
execution indicator (alternating XO pattern) which can be of 
value during system implementation/test to roughly judge CPU 
load. Suppression of the monitor title line is accomplished 
by changing the priority of the schedule entry or nulling-out 
the schedule request. Reference MNTRSP, initialization 
section. 
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B.6 SYSTEM GENERATION SUIvIMARY 

The overall sequence for generating a tailored monitor 
image is then: 

a} Adjust memory layout 

b) Select monitor functions _ 

c) Select device drivers 

d) . Select monitor services. 

e) Edit necessary source modules 
£] Assemble source modules * 

g} Task build the system image ; to start . 
at octal. lOOOOQ. Module MNTRSP 
should,, be first in the load, image;: : 
ordering otherwise unimportant/ . 



* Monitor source modules require, on- assembly, the 
inclusion of: file HDROFF.^iAC which contains the: 
task header offset definitions and the G7CALL macro. 
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APPENDIX G 

QUBEY/KESPONSE SUBROUTINE 

G . Query /Response Discus sioia 
Cyl- Query SuiDroutine Usage 
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CO Query /Response Discussion 

The ability to display a query to the operator and accept 
his response is a cornmon requirement of real time processing 
systems. To this endr the monitor provides the basic resources 
necessary to implement the query capability with some of the 
requirement left to the user application routine. The monitor 
contribution to the query problem consists of the necessary 
display functions / keyboard handler and query buffer resourGes . 
The user is then responsible for combining these facilities in 
such fashion as is necessary to satisfy the particular query/ 
response requirement. 

As an example of the possible manipulation of these re* 
sources, we present a somewhat generalisjed query /response sub- 
routine which the xiser may link into his application routine. 
-This routine will take a reasonably simple parameter block and 
^thus relieve the user of many details regarding the various 
monitor services employed.. :While the routine dis^cussed -below 
will serve a wide variety of query situations ^ it may need to 
be modified or 'extended to -suit particular application require- 
ments . 

In addition to its usage here as a query subroutine^ users 
may also reference the included listing for examples of appli^ 
cation of the various monitor fimctions. 

C.l. Query Subroutine Usage 

The Query /Response subroutine (QRtRSP) may be used to dis- 
play an alphanumeric query line in the lower left comer of the 
display and accept a response from the keyboard. Characters en- 
tered on the keyboard are reflected in the display at the end 
of the query line. The user response is always terminated with 
a carriage return. Logical device zero is assumed to be the 
relevant keyboard. 
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The call to this routine will consist of loadin<3 the- 
address of a parameter block into register one and. then execating; 

JSK PCQRYRSP 

The parameter block is of the form: 

^ord Contents 

Address of query line 

1 Address of response buffer 

2 Response length (byte 1) 

Max- Response Length (byte '0) 

The query line should be terminated with a null (zero) byte- 
The response characters are retiirned with the parity (high order 
bit) cleared. The response will be terminated with a carriage 
return (octal IS) ; however', the count returned in byte 5 of the 
parameter block does not include the carriage return character. 

Users may modify this routine to suit their particular re- 
quirements* As- an example, the schedule- entry control block 
may be adjusted to change the location, intensity, color, etc, 
of the displayed query line. Time-out on the response might 
also be required in some instances • 

The subroutine assembly listing is shown in Figure C,l-1, 
One might also- note that QRYRSP may be used to display non- 
response, messages by simply placing a zero in the response buffer 
address parameter. 
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D .0 OPERATOR COMMUNICATIONS 

Operating system interaction with the operator or application 
task programmer takes place through the Operator Communications 
module,. Typically, the system provides for monitoring task 
execution, displaying task status and dumping/modifying memory. 
This facility will normally be heavily used during application 
system development and may or may not be actually present during 
final system operation. The following section describes the 
implementation of the Operator Communications module in the 
Graphic 7 monitor, 

D . 1 Operator Communications Implementation 

In the Graphic 7 monitor, the Operator Communications module 
(herein after referred to as 0PC0M.)- executes as an independent 
task, the same as any application • task. This configuration allows 
for deleting the 0PC0M module in- the final system implementation 
(and. thus gaining an extra 4K' block of memory space) while also 
reducing requirements on resident monitor direct address space. 
During system development the aPC0M task will be automatically 
loaded during system initialization. 0PC0M is then activated by 
simply depressing Control/C on the system keyboard. Being at the 
highest priority^ the request prompt is immediately displayed. 
0PC0M then utilizes the various standard monitor I/O services 
to satisfy the request. 
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Commands to OPCOM' take the following standard format: 
verb argl, arg2^..--? argn 

Argument formats are dependent on the particular verb 
and are discussed in Section D.2. The verb may be spelled 
out completely or only to the extent necessary to distinguish 
between the various commands. The following conventions 
should be observed: 

a. Task ID's are always specified as two hexadecimal 
digits, (must be upper case). 

b. . Addresses are specified In. octal; up to six digits. 

Task offsets are in the range 0-S7776. 

■c. All inputs are terminated by a carriage return. 

d. A carriage return must be entered to release OPCOM 
in the =event of -a non-query message Ci,.e.y an error 
message, memory dump, etc.)- 
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Error massages from OPCOM take the following general 
form: 

ERR0R: nil message 

"nn'' is the status code returned by the ..particular monitor 
function which was exercised; For example, the "Disable Task" 
command will, use the re-a^ective Task Management entry point. 
Any error returned from such would be reflected/in the"nn'' ' 
field. This is a deciinal number; The "message" field will serve, 
to indicate the command, type- which failed or the failure reason. 

d.,Z Op era tor , C ommands 

The various commands are outlined in the following sections .; 
Users are cautioned: to pay particular attention to the argument 
list, and argument types which are expected to be specified with 
each verb. If there, is some doubt about: the required argument 
list, then- just specify the verb: and. a separate query will be issued 
for the arguments:. 

D. 2.1 . Abort Task 

Abort may be used, to forcefully terminate task execution. 

Syntax: AB0RT taskid 
In order to be run again, the task, must be reloaded. 
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C»2.4.1 Task Memory Dump 

It is often Gonvenient to display memory relative to 
a particular task area. This may be accomplished via the 
subject task ID and the "TDUMP'' command: 

Syntax: TDUMP taskid, offset 

Following display of the initial 128 word block, the 
following three single character options are available: 

a. Slash - step forward 64 words 

b. Up arrow - step back 64 words 

c. Carriage return - exit 
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D.2.2 Continue Task 

A task which is currently suspended (indefinite or timed) 
may be activated by the continue command. An optional task 
offset may be, specified if the resumption point is not to be 
the current task execution location.'* The offset is a"2:ero- 
relative" value which OPCOM will convert to a task address by 
adding octal 20000 . After possibly adjusting the. saved PC 
value, QPCOM utilizes the Task Management continue service 
to awaken the task. 

Syntax: CONTINUE taskid[, off set] 

D . 2 . 3 Disable Task 

Disable may be used to cause a task to be ineligible for 
execution. Activation of the task would not be possible until 
an Enable was issued. 

Syntax: DISABLE taskid 

D.2.4 Dump Memory 

The Memory Dump facility will, cause a 123 word block of 
memory to be displayed, . The start address , to the nearest even 
eighf word boundary, is the only argument. Following: display of 
the initial 128 word block, the following three single character 
options are available: 

a. Slash -- step forward 64 words 

b. Up- arrow - step back 64 words- 
c- Carriage return: - exit 

Syntax: DUMP address 



One should exercise care in modifying the execution sequence 
since, for obvious reasons, some task code is not re-executable. 
For example, re-execution of. display schedule requests or 
display element requests would typically be unacceptable and 
yield mystifying system behavior. 
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D.2.5 Enable Task 

Enable will erase the relevant task status bitj via the 
associated Task Management entry. Depending on relative priorities 
and other status conditions , the task will now be eligible for 
CPU time. 

Syntax : ENABLE taskid 

D: 2 . 6 Load Task 

Load will be used to introduce new tasks to the system. 

Syntax: L0AD taskid, device (, filename) 

Notes: 

a) DEVICE should be a physical device number. (Physical device 
ftumbets are determined during system generation.) 

b) FILENAME is optional, depending on the medium. Maximum of 
nine characters. 

D.2.7 Patch Memory 

The Patch service allows for modifying a single memory word 
or a block of words. This command has two forms depending on 
whether two or three arguments are specified. The two argument 
form is: 

Syntax: PATCH address, value 

(VALUE is placed at ADDRESS) 

The three argument form is: 

Syntax: PATCH addrl , addr2, value 

(VALUE is placed in locations ADDRl thru ADDR2 . ) 



166 



D,2,7-;i Patcfa Task Memory 

Memory can be modified on a task relative basis by 
using the TPATGH;: command. This command/ as in. the normal 
PATCHy has two f oa-ms • For a single word patch: 

Syntax: TPATCH taskid, offset/ value 

" ("value" is placed at "offset") 

For a. block of words: 

Synta:^:: TPATCHtaskid; offset 1, offset 2, value 

("value" is placed, in locations ."offset 1" 
■ thru "off set 2") 
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D-. 2 . 8 Display Task Status 

Task status includes the various parameters in the task 
header and the general registers. The header parameters are 
identified by their standard offset notations. For a description 
of these entities, see the Task Management section. 

Syntax: STATUS taskid 

D.2.9 Suspend Task 

Suspend may be used to inhibit task execution for a timed or 
indefinite interval . The time argument, .if supplied, should be 
an integral value in 1/10 second units. 

Syntax: SUSPEND taskid (, time) 

D . 2 . 1 Update Task Status 

The update facility may be. used to^' modify the low order eight 
bits in the subject task's status word. The associated Task 
Management entry is exercised. 

Syntax: UPDATE taskid, status 

D.2.11 Display/ Set Date/Time 

The TIME command may be used to either enter the current time 
or display the current time. The syntax for entering the current 
time is: 

. TIME HH:MM:SS fc- MM/DD/YY^ 

To display the current date/time simply issue the TIME command 
with no arguments. 
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D.2.12 Step -Thru -Memory 

TSTEPM and STEPM allow a user to address and display a 
memory word, step to and display the preceding or succeeding 
word location, and optionally replace the value of the displayed 
memory word- TSTEPM addresses the word relative to its location 
within a task memory space, while STEPM addresses the word 
directly or by its absolute location in memory. Command syntax 
is : 

TSTEPM taskid, offset Cwithin task) (task relative) 
STEPM address (direct) 

where taskid is hex; address is: 16 bit octal for task relative 

18 bit octal for direct. 

Once the memory word is displayed the user may step to a 
preceding or succeeding memory word by depressing the uparrow or 
slash key, respectively. 

The. displayed memory word may be replaced by entering- a. 
6-digit octal number, and depressing the slash, uparrow, or- 
carriage return key. Carriage return will display the new value 
at the presently displayed location, while slash and uparrow 
conceal the change from the user because a different location is 
next displayed. 

Exit from the service is achieved by depressing the carriage 
return key when no new value is entered. 

The TSTEPM/STEPM service is useful when several closely 
located changes are to be made and the TPATCH and PATCH service 
may be awkward. 
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D . 2 . 1 3 DeviGe. Register Display 

The mernory dump commands naturally reference the memory 
block for addresses which cover the device register page. The 
Register command may be used to examine any direct address in 
the range 160000 to 177775. An error message is displayed if 
the address is not within this range or the device is non- 
responsive. 

Syntax: REGISTER address 
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D.3 • BREAKPOINT SEIVICES 

The OPCQM breakpoint servicer allow a user to interrupt 
a task and examine' task status or memory contents ♦ This facility 
will be valuable for determining the ejcecution sequence or 
intermediate results of us^er tasks during, initial debug. 

D.SVl. BREAKPOINT OPERATION 

Task breakpoints are inserted by specifying the task 
ID and an octal task offset CO-**-)' ^^^n the breakpoint is 
encountered during- task execution, the task is suspended and 
OPCOM is notified. OPOOM displays a message indicating; 

a- task ID: (2 hexadecimal, digits) 

b. task offset C5 octal digits) ^ 

c\ breakpoint: number Cdecimal,,l-n) 

The breakpoint will need to be deleted if the task is to be 
continued at : the 'given:: offset. The optional offset parameter 
of the task continue- directive may be used to* cause: execution, 
to resume; at: a different point . 

D,3-2 BREAKPOINT SIDE EFFECTS 

The brealkpoint capability is implemented using function 
code zero of the standard EMT. monitor call structure. The 
sub-function bits are used to store the breakpoint number. 
CThus yielding a maximum of 16 breakpoints with OPCOM possibly 
restricted to less.) As a result of this implementation, scheme 
the following side effect should be noted: the T$MRST status 
byte in the user's task header is cleared when the breakpoint 
occurs . 

D.3-.3 BREAKPOINT RESTRICTIONS 

The br.eakpo-int service cannot be used within the monitor 
or any portion of a user task called as an appendage to the 
monitor/ 
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D.3.4 OPCOM BREAKPOINT COMMANDS 

The fcllowirig command verbs .may be used to manipulate 
breakpoints. 

D. 3.4,1 Insert Breakpoint 

The insert directive will place a breakpoint in the 
indicated task, at the specified offset* Remember that task 
offset values are . always relative to zero whereas task addresses 
will typically be biased by octal 20000/ The integral break- 
point number is displayed following saving of the current offset 
contents and insertion of the breakpoint instruction. 

Syntax: BINSERT taskid, offset 

D. 3.4.2 Delete Breakpoint 

Breakpoints are never automatically deleted by OPCOM. 
The delete command, specifying the breakpoint .number, wild be 
used to eliminate previously defined break locations. The 
action of the delete is to replace the break instruction with 
the previous offset contents. If "this Is the current task 
execution point then the task may now be continued in the 
normal manner. (When the break -occurs the task PC is adjusted 
to force re-execution of the break. offset location.) 

Syntax: BDELETE breakpoint -number 

D.3.4.3 Purge Breakpoints 

The purge command may be used to eliminate all currently 
defined breakpoints, The purge request is advisable whenever 
any task exists or aborts since the breakpoints are not 
automatically eliminated. Purge takes no arguments. 

Syntax : BPURGE 



172 



APPENDIX E 
DISPLAY DATA SUPPORT. 
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E.3 Display Data Systaui Support. Subroutines 
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E.O DISPLAY DATA SUPPORT - INTRODUCTION 

Tiie objective of the Display Data Support facility is 
to provide monitor based services relevant to general display 
data manipulation. The following sections discuss a standard 
display data format and associated support siibroutines • The 
standard display data f oirmat is intended to allow greater pre- 
cision than a typical refresh instruction format as well as to 
allow the user to supply graphic data independent of any par- 
ticular machine code. The data format discussed herein will 
provide all of the flexibility of a refresh representation 
while being purposely tailored to geographic display elements. 
The ^subroutines associated with supporting :the standard data 
format will allow for converting to refresh code while apply- 
ing coordinate transformations and .scaling.. These routines 
will be eallable in the standard Graphic^ 7 ..m©n,itor context -^al- 
though not considered part of the resident monitor. Details 
regarding the subroutines are covered in -Section E«3. Before 
proceeding to the standard display data format , we review the 
assumptions behind the coordinate system used for specifica- 
tion of the input display data. ■ 
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E-1 COORDINATS SYSTEMS /COORDINATE CONVERSIONS 

■Inherent in the specification of a coininon display data 
format is the definition of a global coordinate system. 
This global coordinate system should allow for data descrip- 
tion at- precision, levels consistent with the IS bit word size 
and system design objectives. Also, the global coordinate 
system will allow for relating display entities from various 
data sources. Given the global coordinate system, a function 
must, then be provided for converting to display coordinates* 
This conversion involves the specification of the 'display 
origin and a scale factor. In this area, we feel a careful 
definition of terms is necessary to ensure consistency and 
thus allow for the application of generalized,, monitor-based 
services • 

Our view of the global coordinate system with respect 
to a sample display element is shown in Figure E..1-1, The 
overall scheme is one of cartesian coordinates,* A local 
origin (XOfYo) is defined for each display element in terms 
of the global coordinates. This element origin is stored in 
the display element header. Specifications relevant to a par- 
ticular display element (move to point X/Y; etc) will then 
be relative to the local element origin, A scale adjustment 
may be made to the local coordinates via factors contained 
in the element header. This adjustment may be necessary, for 
example, if data are obtained from different library or real 



* Other coordinate systems (polar, etc) could be supported 
on a special case, basis. The important point is that we do 
not expect to support adjustments for earth curvature or other 
map related transformations, 
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FIGURE E.1-1. Global Coordinate System 
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time sources . At this point/ the relationship between some 
particular map point (for exaxaplef Xc, ^c in Figure- E.1-1) 
and the global coordinate system should be clear. How then 
do we establish this element/point in a screen image? 

Several mechanisms exist for defining the relationship 
between the global coordinates and a particular screen area. 
For our expected operating situation^ it appears convenient 
to specify the mapping function in terms of a display origin, 
display boundary and a scale factor. Thus, in transforming 
a display element from the standard format, the user task will 
need to indicate what point on the display corresponds to the 
element origin (Xo, Yo in Figure E.1-1). A user supplied 
scale and clipping boundary will also be applied during the 
element, transformation. The overall, transformation is de- 
picted in Figure S*l-2, 

The steps involved in converting a display element. 

specification in standard format to an image component are 

then: 

(a) Apply the element origin and optional 
scale factors to convert each element 
point to the global coordinate system. 

Cb) Apply the requested display origin and 

display scale factor to arrive at screen- 
relative coordinates , 

(c) Account for the specified clipping boundary. 



\ 
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FIGURE E. 1-2 Display Element Transformation 
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E,2 STANDAHD DISPLAY ELEMENT FORMAT 

The Standard Display Element Format is depicted in 
Figure E^a-^l- The Element header will contain parameters 
releirant- .to element identification^ conversion and. display. 
These attribute.,s are outlined in Figiire E.. 2.1-^1. 

The data portion of the display element is composed 
of a series of subsections which specify the various move, 
draw, text/ etc. image components • Each subsection is 
composed of a mode (command) control word followed by a 
group, of par-ametars (typically x,y coordinates). The number 
of such parameters may bar depending on the, mode type, fixed/ 
adjustable,- or variable. For variable modes, a terminator 
must be , specified prior to the- ne^ct mode control . 

Users will want, to note, the "definition of each mode: 
very carefully before, proceeding to generate a standard, data 
file. - ' 



I 
t 



\ 
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HEADER 
(FIXED LENGTH) 



DATA 
(VARIABLE LENGTH) 
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FIGURE E.2-1 Standard Display Element Format 
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S.2*l Display Slement Header 

The Element Header contains par aineters relevant to 

the identification and orientation of the image component. 

The various parameters are outlined in Figure E.2-1-1. 

Reviewing the various fields : 

Element ID: 3 ASCII characters 
Length: total bytes including- the header- 
Flags: TBD 
Origin X,Y: element origin in global coordinate 

system units 
X;Y Conversion Factors: optional factors for 

converting from local units to 

global units. 
Color: 0, 1/ 2 or 3* 
Intensity: 0-7* 
Line Structure: 0, 1/ 2 or 3* 
Character Size: 0, 1, 2 or 3* 
Display Flags: Bit Usage 

,'■ 0-. 

■, 1 : 

2 Charaoter^ rotate* 
3.. 
4 

S Blink* 
■ ■ 6 ■ 

7 



1 



- "^ Tnese racrors wau4.a/ or. course, onxy oe recommenaaxxonsr- i 
i* e . f not prohibiting the user routine from supplying its own I 
attributesv ■ . ■ 

i 
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WORD 


1 
2 
3 

4 

5 
6 
7 



10 

11 
12 
13 

14 
15 



ELEMENT 


ID 


Lengt h__ (By tes )_ 


Flags 


Origin X 


Origin Y 


X conv. factor* 


11 «>«» <—>-> ■*-«> <»*>■> oino 


Y conv. factor* 



Intensity^ 

Char. Size 



_ Color 

Line Struct 



* The conversion factors have an assumed. 
binary point between bits 7 and 8. 



Figure E, 2.1-1 Display Element Header 
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E-2-2 Mode Definitions 

The mode definitions consist of a mode- identifier (.ID) 
and a list of applicalDla argToments * A new inode identifier 
is assumed to follow the end of each subsection* The various 
definitions are discussed on the following pages. Users will, 
want, to study the available options- so as to allow the most 
efficient data representation possible • 

The mode numbers, placed in subsection byte in each 
cas^ f are given in decimal . All x , y coordinates /deltas are 
assumed to-be signed binary integers. 

The COUNT By te , where applicable , is taken to be an un- 
. signed eight bit-intieger.. ■ 



1 
1 
I 
I 



I 
1 
1 
1 
I 
f 
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MODE = 1, MOVE ABSOLUTE 



SUBSECTION STRUCTURE: 



WORD CONTENTS 
0* 1 

1 X COORDINATE 

2 Y COORDINATE 



(PIXED 'I4ENGTH SUBSECTION) 



High order byte ignored. 
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MODE = 2, MOVE RELATIVE (SHORT) 



SUBSECTION STRUCTURE: 

WORD CONTENTS 



0* 2 

1, byte X delta 
1, byte 1 Y deita 



(FIXED LENGTH SUBSECTION) 



High order byte ignored- 
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MODE * 3, MOVE RELATIVE (LONG) 



SUBSECTION STRUCTURE: 



WORD 


CONTENTS 


0* 


3 


1 


X delta 


2 


y delta ' 



(FIXED LENGTH SUBSECTION) 



* High order byte ignored. 



186 



MODE =» 4 , DRAW ABSOLUTE 



SUBSECTION STRUCTURE: 



WORD CONTENTS 



0, byte 


4 


, byte 1 


Count of coordinate paixs 


1 


X coordinate 


2 


Y coordinate 



The STijosectian larigtii Is 2 -h 4*' COUNT bytes. 



Couiat'. = is an' error. 



1 
1 

I 
1 



I 
I 



ThiS' mode yields a vector drawn between the current .X,Y | ' 

position and the first XVT coordinate: pair . : If more | 

than one coordinate pair is specified, then draws are ^ 
defined to each successive point, 

I 
I 
( 
\ 
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MODE =^5, DRAW RELATIVE (SHORT) 



SUBSECTION STRUCTURE: 



WORD 
Or byte 

0, byte 1 

1, byte 
1, byte 1 



CONTENTS 



COUNT of delta pairs 
X delta 
Y delta 



The subsection length 2 + 2* COUNT bytes * 



..Jf .C0OT7T is zero, then the subsection length is' variable 
and the subsection must be terminated by a zero word. 
Thus a draw relative with sero x,y delta is not allowed. 
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MODE = 6, DRAW RELATIVE (LONG) 



SUBSECTION STRUCTURE: 



WORD 


CONTENTS 


, byte 


6 


, byte 1 


COUNT of coordinate' pairs 


1 


X Coordinate 


2 


Y Coordinate 



TJie. subsection Isngth is- 2 4* 4* COUNT ^bytes.^^ 

Variable: length, sub sectioris of this, mode .(i.e. / COUNT-o; 
must be terminated' with. XrY - Q\ 
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MODE =10, POINT PLOT ABSOLUTE 



SUBSECTION STRUCTURE: 



WORD 


CONTENTS 


0, byte 


10 


0, byte 1 


COUNT of coordinate pairs 


1 


X Coordinate 


2 


Y Coordinate 



The siiibsection length is ,:2 '4- 4* COUlsfT bytes; 



COUNT = is axL error. 
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MODE 



11, POINT PLOT RELATIVE (short: 



I 



SUBSECTION STRUCTUaS: 



WORD 

, by ta 

0, byte 1 
1/ byte 

1, byte, 1 



CONSENTS 

11- 

COUNT' of' x,y delta pairs 

X delta 

Y delta 



Subsrection- length: .is^:: -2: .4-' ' 2:*' COUNT;- bytes- 



If COUNT is zero, then the siibsection length is variable 
and the subsection must be terminated by a zero word- 
Thus, a point plot relative with zero x,y delta is not 
allowed • 



I 
1 
I 



f 
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MODE = 12 r POINT PLOT REIATIVE (LONG) 



SUBSECTION STRUCTURE: 



WORD 
Of byte 
0, byte 1 
1 
2 



CONTENTS 



12 



COUNT of x^y coordinate pairs 
X coordinate 
Y coordinate 



Subsection length is 2 + 4* COUNT -bytes. 



If COUNT is zexOf then the siabsection length is variable 
and the subsection must be terminated by a zero x^y coor- 
dinate pair. Thus, a plot point relative at the current 
beam position is not supported in a variable length sub-- 
section. 
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MODE = 20/ SET. TEXT, INCREMENT 



SUBSECTION STRUCTURE: 

WORD CONTENTS 



0, byte" 20 

0/ byte 1 Ta:ct Iiacr Orient 



(FIXED LENGTH) 



The usage of this, mode if discouraged since the system 
will supply a default text increment appropriate to the 
particular screen/ character .size being used. 



Tile' text incrtmeiit is given in .screen units* 
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MODE =21. SET LINE raCEBMENT 



SUBSECTION STRUCTURE; 



WORD CONTENTS 

Or byte 21 

Of byte 1 Line Increment 



(FIXED LENGTH SUBSECTION) 



The usage of this mode is discouraged since the system 
will supply a default line increment appropriate to 
the particular screen/character size being used. 



The line increment is given in screen units, 
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MODE - 22, SET CHAHAGTER SIZE 



SUBSECTION STRUCTURE: 



WORD CONTENTS 

0, byte 22 

0, byte 1 Character Size 



(FIXED LENGTH SUBSECTION) 



Usage of this mode is not reconmiended since it implies 
the insertion of LDDP instructions within the generated 
refresh element* Specification of the character size 
may be done in the element header* 
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MODE ==23, SET TEXT ORIENTATION 



SUBSECTION STRUCTURE: 

WORD CONTENTS 

0, byte 23 

Or byte 1 Character Orientation 

- horizontal 

1 = vertical 

(FIXED .LENGTH SUBSECTION) 



Usage of this mode is not recoirmiended since it iir^jlies 
the insertion of LDDP instructions within the generated 
refresh element. Specification of the character orien- 
tation may be done in the element header. 
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MODE = 24, T2XT 



SUBSEGTXON STHOCTTJRE: 

WORD C0NT2HTS 

0/ byte 24 

0, byte 1 COUNT of TEXT bytes 

1, byte Text (ASCII) character 



Subsection lengtfe.is- Z :>' COUNT*" bytes. 



If :- COUNT- =•■ 0', then, the -.Slabs ection must, be ■ terminated, by 
a zero byte. Carriage returns' result in insertion of - 
. Load -X/Movev t ins tructions. . to effect. ; normal ',CS/LF action. 



* Rounded up to include whole words-. 
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MODE = 25 r TEXT (Alternate Char. Set) 



SUBSECTION STRUCTURE: 



WORD 

0, byte 
0^ byte 1 
Ir byte 



CONTENTS 



25 



COUNT of TEXT bytes 
Text (ASCII) character 



Siibsection length Is 2 + COUNT* bytes. 



If COUNT = 0; then the subsection must be teriainated by 
a sero byte. Carriage returns result in insertion of 
LOAD-X/MOVE-Y instructions to effect normal CR/LF 
action. This mode is similar to normal TEXT but a shift- 
in/shift~out sequence is implied. 



Rounded up to include whoike words 
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MODE =26, SINGLE CHARACTER 



SUBSECTION STRUCTtJRE; 



WORD COITTENTS 
0, byte 26 
, byta 1 ASCII Character 



(FIXED LENGTH' SUBSECTION) 



199 



Mode =27, single chajracter with blink 



SUBSECTION STRUCTURE: 



WORD CONTENTS 

0, byte 27 
0, byte 1 ASCII Character 



(FIXED LENGTH SUBSECTION) 
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MODE = 28, SYMBOL 



SUBSSCTION STRUCTURE: 

WORD cQm:mi:s 

0, byte 28 

0, byte 1 SYMBOL Code 



(FIXED LENGTH SUBSECTION) 



SYMBOL is the same 4S "SINGLE CHARiiCTER" except that 
a siiift-in/shift-out sequerice is implied,. 
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MODE =29, SYMBOL WITH BLINK 



SUBSECTION STRUCTURE: 

WORD CONTENTS 
0, byte 29 
0, byte 1 SYMBOL CODE 



(FIXED iENGTH . SUBSECT ION ) 



SYMBOL is the same as "SINGLE CHARACTER" except that 
a shift-in/shift-out sequence is implied. 
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MODE = 30, SET INTENSITY 



SUBSECTION STmOCTURE: 

WORD CONTENTS 

0, byts 30 

0, byte L INTENSITY 



(FIXED LENGTH SUBSECTION) 



Usage of this mode is not. racominended since, it results 
in insertion of LDD2 instructions within the refresh. 
Intensity may be specified in the element header. 
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MODE » 31, SET BLINK 



SUBSECTION STRUCTURE; 



WORD 


CONTENTS 


0, byte 


31 


0, byte 1 


BLINK SPEC. 




= no blink 




1 = blink 



(.FIXED LENGTH .SUBSECTION) 



Usage of this mode is not recornmended since it results 
in insertion of LDD2 instructions within the refresh 
file. In addition, the application task will typically 
want to have global control of this parameter. 
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MODE =32, SET LINE STRUCTURE 



SUBSECTION STRUCTURE: 



WORD CONTENTS 



0, byte 32 

0, byta 1 LINE STRUCTURE 



(FIXED LENGTH SUBSECTION) 



Usage of this mode is not recommended since it res-ults 
in insertion of. LDDZ instructions within the refresh. 
Line structure may be specified in the element header. 
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MODE =^40, CONICS 



SUBSECTION STRUCTURE: 



WORD CONTENTS 



r byte 40 

r byte 1 Quadrant inhibit bits 

^ inhibit quad. 1 

1 = inhibit quad. 2 
, 2 = inhibit quad. 3 

3 - inhibit quad. 4 

1 X radius 

'» 

2 y radiios 



(FIXED LENGTH SUBSECTION) 
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MODE = 50, END-OF-FILE 



SUBSECTION DEFINITION.: 

CONTENTS 
50 




This mode may be used to indicate end of the display 
element data prior to the end of the data block 
(as indicated by the byte count in the header) . 
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MODE =60, SWITCH TO SIZE ABSOLUTE 



SUBSECTION STRUCTURE: 




CONTENTS 



60 



(FIXED LENGTH SUBSECTION) 



This command will allow for inserting a fixed-size 
object within an otherwise scalable display element. 
This command will typically be followed, eventually, 
by a mode 61. Code within a si^e- absolute section 
will not be effected when the operator requests ..a 
zoom operation. 
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MODE =61, SWITCH TO SIZE RELATIVE 



SUBSECTION STRUCTURE: 



WORD CON-tSNTS 



61 



(FIXED LEUGTH SUBSECTION) 



This comcnand will allow for raturning to size relative 
mode after a. previously issued mode 60. Size relative 
is the default element type and need not be explicitly 
specified unless a switch from absolute mode is neces- 
sary. 
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£•2.3 A Note on Text Usage 

A caution with respect to text usage within a display 
element must be noted. Data within a standard format 
element is generally given in local coordinate system 
units which are translatable to global system units via 
the X, y conversion factors given in the header. Text 
however represents, effectively, data in display units 
which may not be exactly represented in local system units. 
Thus, following a string of text characters, the local 
(virtual) beam position will not normally be equivalent 
to the display beam position. For this reason, we 
strongly encourage users to follow a text block with an 
absolute .move , This will ensure that -subsequent relative 
vectors are properly positioned. 
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£•3 Display Data System Support Subroutines 

From the Monitor viewpoint, Display Data Support consists 
of providing the necessary facilities for transforming a standard 
format display element into refresh code. Associated with this 
transformation is the application of th.e current display origin 
and scale factor^ The description of these services which "follows 
will need to be carefully considered by prospective users as the 
control structure will seem somewhat complex at first glance. 

As previously discussed, the display element support routine 
will reside in a separate 4K memory block. Communication with 
th.is facility will be via a standard Monitor Service call with the 
usual parameter block pointer in Register 1. Execution within 
the support subroutine will be indirect via Relocation Register 2, 
The overall task-monitor relationship is depicted in Figure 
E.3-1.* We proceed now to a discussion of the control blocks 
necessary to utilize the support routine. 



* Loading mechanism for the Display Element 
support routine- is TBD, 
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E*3,l Control Block Structures 

Associated with a. Display Element Support request is a 
parameter block which, specifies the data to fae acted upon and 
the transformation parameters to be used* In this case, the 
input data consists of a standard format display element* The 
transformation parameters provide the current screen origin, 
scale factors and clipping boundary to be used in creating the 
refresh code. The relationships among the various control 
blocks are depicted in Figure E*o,l-l* 

The primary parameter block contains three pointers as 
depicted in Figure E*3.1-l. This block is outlined in Figure 
E*3,l-2* The first word is a pointer to the relevant element 
control block for the display element under consideration. The 
element may or may not be currently scheduled,'^' The second word 
contains a pointer to a, conversion control block,, discussed below. 
The third word is 'a pointer to the standard format' display element: 



* Several points may be noted here* If the element has not yet 
been displayed, then the element control block 'will essentially 
be null* The important point is that the user must supply an 
element control block area C^ words) which the transformation 
routine will fill in when the refresh image is created* If ^ 
version of the element already exists, the revise service 
will .be. used. to replace the existing element with the new ver- 
sion. Consequently, any existing schedule entries are auto- 
matically adjusted. 
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FIGURE'E.3.1-r ■CONTROL, BLOCjK RELATIONSHIPS 
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. •Element; Start Addxess ■ 



Figure. Er3. 1-2. .Monitor -Call Parameter Block 
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The conversion control block contains parameters its^hich are 
used in transforming the standard format display element into 
refresh format. This Block is outlined in Figure £•3.1-3. 
Reviewing the entries in this block: 

a) Word - The origin block pointer is used to fetch the 
" definition of the current display origin. 

b) Word 1 " The scale block pointer locates the current 
display scale factor. 

c) Word 2 - The conversion factor is used to convert from 
global system units to display units, at SCALE == 1.0. 
For example, if the basic global system area spans a 
1024 X 1024 mile area and the raw data is in 1/4 mile 
•units, then a conversion factor of 1/8 would suffice to 
map the global area to the display area. The conversion 
factor and scale factor are represented as fixed point 
binary numbers with the binary point assumed between bits 
7 and 8. Thus.l/S would appear as 40 (octal). Generally^ 
the conversion factor would be fixed at system design 

- time . 

d) Words 3, 4 •- X min, X max define iin screen units) the X 
clipping boundary. 

e) -Words 5 , 6 - Y min, Y max define (in screen units) the Y 

clipping boundary. 

The Origin Block serves to define the current display origin 
in global system units. This block is outlined in Figure E. 3.1-4. 
The X, Y origin values are binary integers. 

The Scale block, shown in Figure E. 3.1-5, serves to. define 
the current display scale factor. This quantity should initially 
be 1.0 and then adjusted to reflect operator 2oom requests. The 
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Figure E.5.1-5 . Scale Block 
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Scale and Origin Blocks have been made independent of the main 
conversion control block so that multiple display elements may 
easily reflect new screen orientations. 

The. other control blocks shown in Figure E,3,l-1 Cschedule, 
element, etc-) are standard monitor structures. Most of the 
various blocks can be established at assembly time. 

E,3.2 Coordinate Conversions 

In hopes of clarifying the operations involved in trans- 
forming a display element to refresh code, we review the equations 
used by the monitor service. Keep in mind that there are 
essentially three domains which participate in the conversion 
process. First, the display; second, the global system; and 
third, the local system for the particular display element. We 
define the following quantities: 

XO,, YO - Local- element origin in global coordinate system 
units Ovords 6 § 7 of the element header) 

CX, CY - Local X, Y conversion factors for transforming units 
in the local element space to global coordinate 
system units i^^ovds 8 § 9 of the element header) 

DXO, DYO - Display origin in global system units, i.e., 
point 0, on the display C^enter screen) 
corresponds to DXO, DYO in the global coordinate 
system Refined in ■ the origin block) 

CG - Global coordinate system conversion factor, this simply 

acts to convert units in the global space to screen units 
at S.CAL£ CCS) - 1.0, C^^^^ word 3 of the conversion 
control block) 

CS - The current system scale factor Cf^Q^ t:he scale block) 
Then, given some point (x, y) in the local coordinate system, 
the corresponding screen position C^^, dy) is determined by: 
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dx «- CCS.CG-CX) -x^ CCS-CG]-: (XO- DXO) 
dy - CCS.CG-CY} -7 ^' (CS -CG) v CYO - DYO) 

The various factors are . combined in advance so that each co- 
ordinate conversion consists of one multiplication and one 
addition- (The clipping boundaries are converted to local 
system units and applied prior to any coordinate conversion). 

E,.3, 3 Monitor Interface 

The Display Element support routine will operate as an entry 

point within the Monitor services section. The external code 

will simply be called in subroutine fashion from the monitor 

area, after setting up relocation register two, 

EMT Code: 13 (Hex) 

P-arameter Block: 
( ■ Word Contents 

"n Element Control Blk Ftr/ 

1 Conversion Control Blk Ptr. 

2 Std. Format Disp, Elmt Ptr, 

Status Return Codes: 

- Request satisfied 
2 - Insufficient Memory 
32 - Conversion Error 

£•3,4 Notes 

(a) The transformation routine does not effect the status of 
any schedule entries. Thus, if the element v/as scheduled 

when the call was made, it will still be scheduled on 
return, 

(Jo) The standard element control block will be filled in by the 
transformation routine. Once the refresh image exists, the 
display element C^efresh form) may be manipulated (enable, 
disable, etc] via any of the standard monitor services, 

(c) Display elements subject to scaling should be scheduled 
at X - 0, y - 0, since the conversion routine will apply 
any offset necessary to effect a new screen origin. 
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F.O MONITOR I/O STRUCTURE REVIEW 
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The monitor I/Q 3triicture consists of an I/O 3up@rvisoT 
and a variable number of device handlers.. The I/O supervisor 
receives all user task I/O requests and vectors the requests 
to particular handlers . The specific handler is determined 
by mapping the logical device number C<^ontained in the user I 
specified I/O. control block) into the task header physical 
device list. The physical device number is then used to 
fetch a particular handler address from table DEVADR in the 
monitor- supervisor, module, MHTRSP. All other decoding/process- 
ing, of I/O control block entries is left to the handler/ 

The call to the handler is. of the form '^JSR PG, HNDLR'^; 
thus: an /'RTS: PC' should be .used to exit, the handler . On 
entry to' the handler the following register configuration 
exists : 

a) User task relocation, registers are installed,: 

b) RO '- Subfunction (entry) number, this is just 

the low order hex digit of the EMT code, " 

c) Rl - User I/O control block address , 

d) R2 - Status return code address (byte), 

e) R3 - Unit number from .the high order byte 

of the user task header entry (of significance 
only to multi-unit devices) r 

The I/O control block is the parameter block for I/O 
requests. The control block entries are discussed in. Section 
7/l>l. The I/O supervisor expects the logical unit number to 
be in byte of the second word/ Other entries are handler 
dependent but, in order to avoid confusion, new handlers 
should use the assigned entries to the extent possible « 



i 
i 



In summary, the I/O supervisor only serves to direct 
the user request to a specific handler. This structure 
yields maximum independence for each handler and consequent 
efficient real time data reception. The following discussion 
of device handler composition is not intended as a tutorial 
on handler design but rather as a summary of considerations 
relevant to existence in the monitor framework. 

F.l HANDLER ENTRY POINTS 

The basic handler entry points are outlined. in Section 
7.2. Of the various possible entry points, the standard 
monitor structure requires two; initialization (0) and I/O 
purge (14). The initialization entry is used during monitor 
initialization to prepare the handler and device £or I/O 
operations. The I/O purge entry is used by Task Management 
on task exit or abort 'to ensure that all -outstanding I/O 
operations are complete or cancelled, If task loads are 
to be done through the handler then the READ (5) and FILE 
QUERY (15) entries are also required. Other handler entry 
points may or may not be present depending on the particular 
device requirements and user operating situation. 

The logic required for each handler entry is not 
generally easy to characterize due to the wide diversity of 
basic device types and operating modes. Typically, the 
devices presented are either s imp 1-e (keyboards , etc.) or complex 
(host interface) . The resulting handler structures must 
ultimately reflect this range of hardware complexity. In 
spite of obvious device-to-device differences it is possible 
to outline the usual handler logic flow. Figure F.1-1 
presents a typical handler control section (the main entry 
point called by the I/O supervisor). Figures F.1-2 thru 
F.1-4 outline the basic logic necessary for several of the 
standard entry points. 
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Figure F.1-1 Handler Main Entry 
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ENTER 
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Figure F.1-2 Handler Initialization 
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Figure F.1-3 Attach Entry 
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Figure F.1-4 Read Entry 
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F.2 INTERRUPT SERVICING 

Interrupts indicat© to the handler that an I/O transfer 
has completed/ The job of the handler in the interrupt 
service routine is to check the final: status of the transfer 
and indicate I/O completion to the user task. These activities 
are reviewed in Figure F.2-1. The common requirements of 
saving registers on interrupt are handled by two subroutines 
in the supervisor module , MNTRSP. 

On interrupt the handler service routine should 
immediatel/ call INTPSH to record the state of the interrupted 
task. (JSR PC, INTPSH].^ On return from INTPSH the processor 
priority should be adjusted to allow, if appropriate, other 
interrupts. Interrupt servicing should be terminated through 
routine INTPOP. This is accomplished by: JMP S^^INTPOP. 



*There are some circumstances in which the call to INTPSH 
may not be necessary. For example, if the transfer always 
involves two words then the first interrupt can simply 
save the. first word in a temporary and then RTI. In any 
case, the state of the interrupted process must be preserved . 
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Figure F.2-1 Interrupt Servicing 
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Figure :F. 2 'I Interrupt Servicing 
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F.3 HANDLER INCLUSION IN SYSTEM IMAGE 

New handlers are added to the system image by adjusting 
table DEVADR in the monitor supervisor , MNTRSP . Entries in 
DEVADR are simply the transfer address (Is-bel) for the 
handler main entry. The added label will also need to be 
declared global in MNTRSP . User acc-ess to the new handler 
(device) will be on the basis of its position in the DEVADR 
table. (See also Section 3.3.) 

F, 4 INTER-PROCESSOR INTERFACING 

The foregoing comments on device handler implementation 
are of critical importance in the -design of the host computer 
interface and associated handler. The structure of the 
interface and user task access will depend on the specific 
data being processed. In particular^ the data volume and 
display timeliness requirements will need to be carefully 
considered in order that appropriate queueing/buffering/block- 
ing decisions are reached. A sample approach to the host 
interface problem is outlined in Figure F.4-1. 
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PARALLEL INTERFACH HANDLER 

1.0 HANDLER DESIGN OVERVIBV- 

Tha parallel interface to the host procossor serves as the 
primary medium for inter-processor exchange of programs, data, and 
system status. This, role results in the necessity for defining a 
handler structure which goes somewhat beyond that required for the 
garden-variety peripheral device* Several specific operational 
characteristics yield requirements not generally encountered in 
other device handlers. First, the interface is bi-directional. 
This results in essentially two separate sections, one for input 
and one for output. Secondly, the necessity of processing real 
time data requires the provision of adequate buffering/queuing. 
Third, inasmuch as the parallel interface is our access to host mass 
storage, a means must be provided for accessing external files. 
Finally, our handler design provides. a basic message distribution 
facility to ensure timel/ response to incident real time data. We 
next discuss the handler implementation with regard to the overall 
Graphic 7 Monitor framework. 

2.0 USER ACCESS TO THE PARALLEL INTERFACE 

In the interest of commonality and consequent ease of usage, the 
communication mechanism between user tasks and the handler generally 
follows that described in Section 7 of the User's Guide. To be 
exact, the same I/O control block is being employed with some addi- 
tions/amplifications as noted below. Also, the standard entry point 
assignments are maintained. Before proceeding to a discussion of 
the specific input/output mechanisms a brief review of our data 
transfer assumptions. 

All data on the inter-processor communication medium is trans - 
mitted__in th e form of a m essage. The standard message format to be 
used '"' "" ...._. • ; is shown in Figure 2.0-1. The important 
feature is the message type code. This code is fundamental to the 
handler design, as described below. 

2.1 PARALLEL INTERFACE - DATA INPUT 

All messages directed to the Graphic 7 will be accompanied by 
a message type code. The type code, one byte, is divided into 
message class/sub-class fields. The class field serves to direct 
the message to a particular task. This is accomplished by having 
each task indicate to the handler, via the '^attach" entry, which 
messages are of interest to that task. Thus, in regard to input 
data, the parallel interface may be employed by a multiplicity of 
active tasks. 



Figure F.4-1 Interface Discu^^ion 
(Page 1 of 3 Pages) 
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Figure 2.0-1 Message Format 
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In addition to message distribution, the handler also provides 
message queuing (in the event that the task does net have a '*read" 
outstanding} and pointer mode. Pointer mode, indicated by setting 
bit 13 of word 4 of the I/O control block before the attach call, 
allows the user task to process the message data directly from the 
system buffer. In this mode the buffer pointer is placed in the 
user's I/O control block (word Z) instead of transferring the data 
to a user-specified buffer area. The pointer mode should yield 
significant savings in the processing of real time message data. 

We review the procedure for accepting data from the parallel 
interface handler: ' 

a. User selects his message class code* and places such 

in byte 1 of word 6 of the I/O control block. This 

same I/O control block must be used for subsequent 
read requests. 

, b. User selects pointer mode, if desired, by setting bit 
13 of word 4 in his I/O control block, '(Mote that 
this must be selected prior to the "attach" call.) 

c. The ATTACH entry (EMT 73) is used to assign the 
selected message class to the user task. 

. d, I/O read requests (EMT 7S) are issued to fetch 
each successive message. These requests may 
utilize the standard I/O features of wait/no -wait 
and time out. For each message relayed to the 
user task, the length is placed in word 7 and the 
type code is inserted in byte 1 of word 6 of the 
I/O control block. 

e. If messages arrive for an attaclied class with no 

outstanding read request then they are automatically 
queued to await the next read request. 

f* The DETACH entry will be used to terminate the 

acceptance of a particular message class, DETACH 
should always be employed before a user task 
exits the system. 



^Message, class:- terois a special case ^nd cannot be attached, 



Figiare F.4-1 Interface Discussion 
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2.2 PARALLEL INTERFACE - DATA OUTPUT 

Data (messages) directed to the host processor will be con- 
veyed via the WRITE entry. With respect to output data, the 
handler (parallel interface) represents a single device available 
'to all tasks. Queuing is provided to allow for norinal interface 
availability delays, Wait/No-Wait and time out are not honored on 
output since the data is transferred to a system buffer and control 
is immediately returned to the calling task. The following procedure 
outlines the data output sequence: 

a. User inserts message (data) length in word 3 
and buffer pointer in word 2 of his I/O 
control block. (Note: the length here does 
not necessarily correspond to the final, 
actual message length. This is simply the 
data portion as depicted in Figure 2.0-1) 

b. The message code for the receiving processor 
is placed in word 7. This becomes the second 
word of the message header (corresponding to 
both the type code and flags byte) . 

c. A standard WRITE request (EMT 76) is issued to 
the parallel Interface handler. 

The handler output service cannot be attached 
or allocated. 

2/5 PARALIEL INTERFACE - FILE ACCESS 

It frequently becomes necessary to access data from the host 
machine mass storage resource. Such data will typically include 
task images, static display data or hardware diagnostics. The 
Graphic 7 Monitor assumes that any device used for task loading is 
'capable of processing a **File Query" request. Thus, the parallel 
interface handler has been designed to include this feature using 
the. standard entry point assignment. The procedure for loading an 
external disc file consists of first issuing the FILE QUERY (EMT 7F) 
and then a standard read request. The handler has been configured 
to use message class 2ero for all file related transfers. Thus, 
the procedure is : 

a. User task configures a File Query block as 
described in Section 7.2.11 of the monitor 
user's guide. The File Query data block 
is relayed to the handler (EMT 7F) via an 
I/O control block specifying .the File Query 
block as the I/O buffer. Obviously, the 
most important entry in the File Query is 
the file name. 



Figure F.4-1 Interface Discussion 
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b. The handler outputs the file query block to the 
host processor where the file status, length 
are filled in. 

c. The Query Block is relayed back to the Graphic 7. 
The handler returns the data block to the user 
area , 

d. If the user wishes to now input the file he issues 
a standard read request for message class lero. 
Since the file read mechanism must access the 
File Query block we make the stipulation that the 
File Query Block immediately follows the I/O 
control block employed in the file read. Thus, 
the read entry will assume the Query Block is at 
the address in Rl plus 16 bytes, 

3.0 USAGH NOTES 

a. All parallel interface transfers consist of an even 
number of bytes. User buffers should always begin on 
a word boundry. 

b. Error return address option (•^^'C'^ 5 <3f standard I/O 
control block) is not supported in the parallel 
interface handler. 
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